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a wml file for viewing with a portable device (cell phone, pocket computer, etc…). To con-
figure the unit to deliver a copy of the web page, fill-in the Web Page Delivery section.
Click the Enable FTP Web Page Delivery box and fill in the necessary information for 
your FTP server. Your service provider will have to provide you with the FTP Server name 
and sub directory where your files will be uploaded. You will also be required to enter your 
username and password. You can set how often you want the web page to be updated 
by entering an Interval time. Enter a file name for the web page (e.g. index.html). When 
you’ve finished, click Save. Listed below are definitions of the FTP programming param-
eters.
FTP Filename: This is the name of the html file that will be saved to your server. 
FTP Folder: This is the directory within the server where the pages will upload.
FTP Server: This is the host name of the FTP server for your service provider.
Update Interval: This time period determines how often the web page is uploaded.
Filename for WML File: This is the filename assigned to the wml file that will be saved to 
your sever.
Enable FTP Security: Check this box if your FTP server requires authentication. 
FTP Username: Your user name for FTP access.
FTP Password: Your password for FTP access.

Viewing the Remote Web Page
To view the remote web page that the IMS-1000 uploaded, you need to know its web 
address. This address corresponds to the Server name, plus the directory, plus the file 
name of the web page. It will look something like this:
http://www.mycompany.com/www/index.html

Note: Data Log and Event Log information are NOT available via the remote web page.

Modem Settings
If a modem is installed this screen will allow you to configure various parameters specific 
to dial-in and dial-out functions.

Fig. 3 Modem Settings

Select the Alphanumeric Pager Speed for your paging provider. Typically, 1200 bps will 
work fine with most pagers.
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If your phone system does not produce a dial tone when you first lift the receiver, uncheck 
the box marked Check for dial tone. This will permit the unit to dial when no dial tone is 
present.
Enter the number of Dialout Attempts you want the IMS to make when an alarm occurs. 
Dialout attempts is the number of times the IMS will try to call each contact. If the unit 
reaches this value it will self-acknowledge the alarm and stop the dialout process for this 
alarm.
Enter the telephone number of the IMS-1000 in the Unit Phone Number field. This will 
appear on alarm messages delivered to numeric pagers and fax machines.
Set the Rings Until Answer number. This value determines how many times the line must 
ring before the IMS-1000 will answer.
The Call Delay is the amount of time the IMS will wait before making the first telephone 
call when an alarm occurs.
The Intercall Time is the time the unit waits between outgoing phone calls. During this 
period the unit will answer any incoming calls. To acknowledge an alarm via callback you 
must set this value to at least 60 seconds. When set to 0 the unit will dial back-to-back 
calls without the possibility of calling in to acknowledge an alarm. The Intercall Time can 
be set from 0–3600 seconds.
The Voice Repetitions value determines the number of times a spoken alarm message is 
repeated during an outgoing alarm telephone call.

Voice Settings 
The purpose of the Voice Settings screen is to keep track of the voice messages that are 
recorded into each memory slot 1 - 64. This screen will let you type in the text that corre-
sponds to each message. Voice message recording will be covered later in this chapter. It is 
recommended that voice message recording be performed after all environmental sensors 
and IP Alarms are programmed into the unit.

Template Settings
Environmental input programming Templates are used to load user specified defaults each 
time a new sensor is connected. By properly configuring the sensor templates before you 
plug in your sensors, you can minimize the amount of programming required to set up 
your sensors. To configure the templates, click on the sensor type on the Templates tab of 
the Settings page. This will bring up the individual Template programming screen for the 
selected sensor. An example is shown below:

Fig. 4 Template Settings Window
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Configure User Profiles and Contacts
Program the User Profiles and Contacts to control who has access to the IMS-1000 and 
who gets contacted when an alarm occurs. To enter a new profile click the User Profiles 
button from the main menu, then click the Add button. To edit an existing profile click 
in the box next to the profile name and click the Edit button. Each user must have a 
Username, Password, and User Code. You must have at least one administrator account. 
To set up alarm contact information fill in the fields in the contacts section. You can have 
up to four contacts per user. The User Profile screen is shown below:

Fig. 5: User Profile

Username: The Username is required to login to the system when security is enabled. The 
Username can be up to 48 characters.
Password: The Password is required to login to the system when security is enabled. The 
Password can be up to 48 characters. 
Enable/Disable: If a profile is Disabled the user will not be able to login or access a voice 
status report.
User Code: The User Code is required to acknowledge alarms over the telephone or to 
call-in for a voice status report. The User Code must be 4 digits.
Access Level: This determines what registered Users can see and/or change when logged 
into the system. There are three Access Levels: Status, User, and Administrator. The 
Status and User levels are both read-only. The Status level can only see the Summary and 
Channels screens. The User level can see everything, can acknowledge alarms and switch 
the output but cannot make any changes. The Administrator can read or write all pro-
gramming parameters.

Deleting a Profile
To delete a profile, click on the User Profiles button at the top of the page and select one 
or more profiles by clicking in the boxes next to the profile names, then click the Delete 
button. 

Contacts
The Contacts are the actual telephone numbers, e-mail addresses, pager numbers, etc… 
that the IMS-1000 will contact when an alarm occurs. You can have up to 4 Contacts per 
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User Profile. Only Contacts which are Enabled when the alarm occurs, will be contacted. 
E–mail and SNMP contacts will be sent immediately, telephone calls will be dialed in 
order. 

Fig. 6: Contact Setup Screen

Enter a Name which describes the contact, like “Jim’s Cell,” “Acme Inc. Fax,” or “Jim at 
home.”
Contact String

Select the Contact Type using the drop down arrow. The choices are: Voice, Numeric 
Pager, Alpha Pager, Fax, Email, and SNMP.
Destination: Enter the Telephone Number, E-mail Address, or Server Name/Address for 
the contact.

Voice Calls
For most voice calls you can simply enter the telephone number of the person you want 
called. Consider the location of the IMS-1000 when entering the number. If an area code is 
required to call from the unit to your telephone, be sure to include it.

Examples:
no area code required: 555-1234
Area code required: (610)-555-1234
1 + area code required: 1-(610)-555-1234

You can also include additional codes within the telephone number. Listed below are the 
special code letters and a description of each:

p =	2-second pause
w =	wait for answer
b =	blind dialing (makes the unit dial and start speaking the message without 
requesting that 
	 a key be pressed)
! =	 flashes the phone line (momentary hang-up and reconnect, useful in some PBX 
systems)

These codes can be useful if you want to call an extension within a business. For example, 
suppose your office was answered by an auto-attendant, but you know that if you dialed 
the extension the call would be transferred. In this case you can program the telephone 
number, insert a w to wait for the auto-attendant to answer, and then add the extension 
you want dialed.

Example: 555-1234-w-170 {Extension 170 will be dialed after the auto-attendant 
answers} 
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Numeric Pager Calls 
The IMS-1000 can send alarm messages to numeric pagers. It will automatically send its 
ID telephone number when dialing to a numeric pager. All you have to do is enter the tele-
phone number of your pager. Be sure to include the (area code) or 1 + (area code), as nec-
essary.

Example: (301)565-2300
If your pager service is answered by a voice-prompted message, or if your pager service 
allows only a few seconds to enter a number before disconnecting, you will need to enter 
the telephone number differently. In this case, enter the pager telephone number + two or 
more pauses + the IMS-1000 ID telephone number + #. 

Example: (301)565-2300-pp-844-1900-#

Alphanumeric Pager / Cell Phone Text Message
The unit can send text messages to alphanumeric pagers and cell phones when an alarm 
occurs. The IMS-1000 uses industry standard TAP protocol, which is supported by most 
pager systems and cell phone carriers. The IMS-1000 will send the type of alarm, the name 
of the unit, the Input name, the current value, the programmed high or limit, and the time 
of the alarm. To program an alphanumeric pager destination, enter your service provider’s 
TAP modem phone number followed by the letter A and then the pager ID or cell phone 
number.

Example: 6105554500a0504099
Format with a password

TAP terminal number +  a + pager/telephone number + c + password
Example: 18005551234a7775552222cpasswd

Contact your service provider if you do not know the data/modem telephone number or 
the pager ID for your alphanumeric pager.
Here are several TAP terminal telephone numbers for the major cell phone carriers:
Nextel: 800-201-2501
Sprint: (888)656-1727
T-Mobile: (800)506-6885
Verizon: (866)823-0501

Fax Calls
Enter the telephone number of the fax machine.

E-mail
Enter the e-mail address.

SNMP
Enter the SNMP server name or IP address.
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Connect Environmental Sensors 
Once you’ve configured the Input Templates, connect your sensors. This will automatically 
load the template programming for each sensor. All sensors connect to the IMS-1000 via 
RJ45 connectors. This allows you to use your existing structured cabling for wiring sensors 
throughout your infrastructure. The template programming will automatically load for 
each sensor as they are plugged in. 

NOTE: IMS sensors are not IP devices and cannot connect to network Hubs or 
Switches. After connecting your sensors, customize the input alarm parameters for 
each sensor. 

Configuring Environmental Inputs
Each IMS-1000 can have up to 8 external sensors connected. The IMS-1000 will automati-
cally identify what sensor type is connected to each input. Note that 4-20mA sensors may 
require additional programming to fully identify the sensor. To program the environmen-
tal input parameters click on the Channels button and select the Environmentals tab. Next, 
check the box next to the sensor you wish to program and click the Edit button. A sample 
of the channel configuration screen is shown below. Click save when you have finished 
entering all parameters.

Fig. 7: Channel Configuration Screen
Description: This field is used to identify the specific sensor, sensor location, or equip-
ment being monitored. 
Alarm Delivery: This option allows you to choose whether an input will send an alarm or 
not when it meets the programmed alarm limit and recognition time.
Calibration: This field allows you to calibrate a sensor by adding or subtracting a small 
amount to your sensor readings.
Low Alarm Limit: Enter the low alarm value to trip an alarm.
High Alarm Limit: Enter the high alarm value to trip an alarm.
Recognition Time: This is the time required for a fault condition to qualify as an alarm 
event. The sensor/channel must remain beyond the limits or in a fault condition continu-
ously for this entire period of time in order to become an alarm. 
Custom Voice: Click the drop-down arrow and select the custom voice message you would 
like assigned to this sensor/channel. (Note you must record messages and label them 
on the Voice Settings screen before they will appear in this list. See Recording Voice 
Messages later in this chapter). 
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Alarm Reset Time: This is the time allowed for an acknowledged alarm’s fault condition 
to be corrected before the IMS-1000 resets (reactivates) the alarm and begins the message 
delivery process all over again. This is an optional feature. It is recommended that this not 
be set any lower then 30 minutes.
Alarm on Return-to-Normal: This feature makes the unit send a message when a condi-
tion has moved within its programmed alarm limits or has gone from an alarm state to 
a Normal state. The person who acknowledged the alarm from a voice call and any fax, 
e-mail, pager, alphanumeric pager, and snmp contacts, will also receive the message.
Data Log Options: The IMS-1000 offers two modes of data logging for each channel. 
Periodic Data Logging will log the value of the input on a fixed time interval all the time. 
You can also choose to have the unit only log values when it exceeds the alarm limits (Data 
Log While in Alarm). This option minimizes the amount of data collected and maximizes 
the storage capacity inside the unit.
Normal Data Log Interval: This is the interval that data will be logged while the input is 
within the programmed limits.
Alarm Data Log Interval: This is the interval that data will be logged while the input 
is beyond the programmed alarm limits. (Note: this is regardless of the programmed 
Recognition Time). 

Environmental Input Alarm Logic
Each environmental input will automatically detect the type of sensor connected (tem-
perature, humidity, power, motion...). Analog sensors will include high and low alarm 
limit programming options while two-state sensors (Normal/Alarm) will simply have a 
recognition time. Note that some newer sensors will require a Sensor Type to be manually 
programmed. This includes the 4–20mA Bridge, Ultra Low Temperature Sensor, the 15 
Amp Current Sensor and the 20 Amp Current Sensor. The Sensor Type will appear on the 
Channel Edit Screen. In order for an alarm to be dispatched, the sensor must meet the fol-
lowing criteria:

a) It must be Enabled for Alarm Delivery.
b) It must have exceeded the programmed high or limit, continuously, for the duration 

of the Recognition Time. For two-state sensors it must be in the Alarm state, 
continuously, for the duration of the Recognition Time.

c) There must be one or more (enabled) User Profiles with one or more (enabled) 
Contacts.

Once the alarm is dispatched, the alarm delivery process begins. (See Alarm Delivery and 
Acknowledgment for details.)
Additionally, there is an option to re-trigger the alarm if it remains beyond the High/Low 
limits (or in an alarm state) too long. This programmable time period is called the Alarm 
Reset Time. This parameter can be set from 30 to 3600 minutes. 

DO NOT set the Alarm Reset Time too short, otherwise you will continue to 
dispatch the same alarm over and over resulting in numerous phone calls 
and text messages. 
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Trouble Alarms
The IMS-1000 monitors the presence of all connected sensors to insure the reliability of 
the system. When a sensor is unintentionally removed from a IMS-1000 for more than a 
minute, a trouble alarm is generated and messages will be sent to all contacts. 

Removing/Changing a Sensor
Since the IMS-1000 monitors the presence of sensors, you must be careful when removing 
them to prevent a trouble alarm from occurring. The following procedure is recommend-
ed:

a) Disable Alarm Delivery for the sensor you wish to change/remove.
b) Disconnect the sensor from the IMS-1000.
c) Select the Channels to display all of the inputs. Check the box for the sensor to be 

removed, check the input box and select Delete.
A new sensor can now be connected to the empty channel.

Special Notes
To reset a Smoke detector alarm, you must momentarily disconnect it from the unit, and 
then reconnect it. This will silence the alarm and return it to normal operating condition. 

Configuring IP Alarms

IP Alarm Setup
Each IMS-1000 can monitor up to 16 IP addresses through pinging and port availability. 
In addition, IP dependencies can be programmed to prevent multiple alarm messages 
from being sent when common network paths are down. 
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Programming Alarm Parameters
To add an IP Alarm click on Channels from the main menu, then select the IP Alarms tab. 
At the bottom of the screen click Add, to make a new IP Alarm entry. A sample screen is 
shown below:

Fig. 8: IP Alarm Setup screen
The IMS-1000 will “test” the programmed IP Address (or Domain Name) on a 
configurable interval. If the address fails to respond the IMS-1000 will go into alarm 
and notify you of the problem. A more extensive description of the logic is detailed at 
the end of this section. Note that for voice calls the unit will speak the IP address if it is 
programmed numerically, however, if it is entered as a Domain Name you must record 
a custom voice message to identify the alarm. You can also record voice messages for 
numerically entered IP addresses, in which case the IMS-1000 will only speak the custom 
message. Listed below are definitions of the parameters used to configure an IP Alarm.
IP Enabled/Disabled: This setting determines whether or not the programmed IP Alarm 
will be tested. If it is disabled it will not be tested and will never go into alarm.
Alarm Delivery: This setting determines whether or not the IMS-1000 will send alarm 
messages when this IP Alarm meets the programmed alarm criteria. When set to Disabled 
you can still view the status of this IP device even though alarm messages will not be deliv-
ered.
Description: This field can be used to describe the device being monitored.
IP/Host Address: Enter the IP address or Host Name of the device you wish to monitor. 
Also, select the service or port you wish to test. The list includes many of the popular ser-
vices. At the bottom of the list you can choose Custom to enter your own port number in 
the field to the right.
Custom Response: The IMS-1000 will check for standard responses from your IP device, 
but in the event that your device differs from the expected response or if you have a service 
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that is not in the list, you can program a Custom Response. To enable the custom response 
field, uncheck the box titled “Requires Connect Only”.
Alarm Timeout: This is the time allowed for the IP device to respond back to the IMS-
1000 when it runs its test. If the device fails to respond in the programmed time then it is 
considered a failure. If the number of consecutive failures exceeds the programmed num-
ber of Retries then a Ping Timeout alarm is tripped.
# of Retries: This is the number of times the programmed IP address is tested before a 
Ping Timeout alarm is tripped.
Time Between Attempts: This determines how often the programmed IP addressed is 
tested. The minimum time is 30 seconds. 
Dependency: This optional setting would be the IP address that must be responding for 
the monitored IP address to have a chance at responding. Or in other words, the moni-
tored IP address is dependent upon the Dependency IP address to function.
Custom Voice: Click the drop-down arrow and select the custom voice message you would 
like assigned to this IP Alarm. (Note you must record messages and label them on the 
Voice Settings screen before they will appear in the list. See Recording Voice Messages 
later in this chapter).
Alarm Reset Time: This is the time allowed for an acknowledged alarm’s fault condition 
to be corrected before the IMS-1000 resets (reactivates) the alarm and begins the alarm 
message delivery process all over again. This is an optional feature. It is recommended 
that this not be set any lower than 30 minutes.
Alarm on Return to Normal: This feature makes the unit send a message when a failing 
IP Alarm begins responding again. The person who acknowledged the alarm from a voice 
call and all fax, e-mail, pager, alphanumeric pager and SNMP contacts will also receive the 
message.

Data Log Options: The IMS-1000 offers two modes of datalogging for each IP Alarm. 
Periodic Data Logging will log the status of the IP device on a fixed time interval all the 
time. You can also choose to have the unit only log the status when the IP device is failing 
(Data Log while in Alarm). This option minimizes the amount of data collected and maxi-
mizes the storage capacity inside the unit. Note that the minimum rate should be no less 
than the Time Between Attempts. 
Normal Data Log Interval: This is the time interval that data will be logged while the IP 
device is responding.
Alarm Data Log Interval: This is the time interval that data will be logged while the IP 
device is not responding.

Alarm Logic
Network devices are monitored by the IMS-1000 by pinging/connecting to programmed 
IP addresses on a programmable interval. The unit will only attempt to ping/connect 
to devices which are Enabled. Each time the network device responds, the IMS-1000 
updates the Last Response time. A time limit for responding is assigned to each IP Alarm 
to determine if the device is functioning properly. This time limit is called the alarm 
Timeout. If a network device does not respond within this time period, the IMS-1000 will 
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count this as a ping failure. You can program the IMS-1000 to try to ping/connect to the 
network device several times before tripping an alarm. The ping Retries determines how 
many times the IMS-1000 will try to ping/connect to the device before sending an alarm. 
An alarm will only occur if the device fails to respond to consecutive ping attempts. Once 
a successful response is received, the failure counter will reset. For example: If the ping 
Retries is set to 3, then the IMS-1000 must fail to ping/connect to the device 4 times in 
a row (initial attempt + 3 retries) to trip an alarm. If the device were to respond after the 
second attempt, then the failure counter would reset, thus requiring four subsequent 
successive failures to trip an alarm. Once an alarm is recognized, the Last Alarm time will 
be updated.
A dependency device (IP address) can be programmed for each IP Alarm. This is used to 
prevent numerous alarms from occurring when common network infrastructure problems 
arise. If the dependency device fails, then all IP alarms that have this dependency will be 
temporarily disabled from sending alarms until the dependency device returns to normal 
(e.g. starts responding to ping/connect requests). When an IP Alarm’s dependency is not 
responding, the status for the IP Alarm will be shown as “Route Down.” It is recommended 
that the dependency device be programmed such that it will go into alarm before any other 
devices. You can achieve this by setting the number of Retries for the dependency device 
to a lower value than the IP Alarms which rely on this device.
In summary, for an IP Alarm to be dispatched, the following criteria must be met:

a)	The IP Alarm must be enabled.
b) Alarm deliveries must be enabled.
c)	It must have failed to respond to consecutive ping/connect requests and exceed the 

number of retries.
d) There must be one or more User Profiles with Contacts. 

Once the alarm is dispatched, the alarm delivery process begins. The Last 
Acknowledgement time will update when the alarm has been acknowledged. In the case 
where there are no voice contacts, the Last Acknowledgement time will update immedi-
ately after the alarm occurs.
Additionally, there is an option to re-dispatch the alarm if it remains in an alarm state too 
long. This programmable time period is called the Alarm Reset Time. This parameter can 
be set from 30 to 3600 minutes. For example: Suppose the Alarm Reset Time is set to 
180 minutes. Now suppose an IP device has stopped responding and trips an alarm which 
results in all programmed users receiving their respective messages. If the IP device con-
tinues to remain unresponsive for 180 minutes, then the alarm will be dispatched again 
and everyone will be contacted once more. 

DO NOT set the Alarm Reset Time too short, otherwise you will continue to 
dispatch the same alarm over and over resulting in numerous phone calls, 
e-mails, etc.
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Fig. 9: IP Alarm Flowchart

Removing an IP Alarm
To remove an IP Alarm select Channels from the main menu, then click on the IP Alarms 
tab. Check the box next to each IP Alarm you wish to delete and click the Delete button at 
the bottom of the page.
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Configuring a Network Video Camera
The camera setup page allows you to configure your network cameras for use with the IMS-
1000. The unit can capture images from your network camera and attach them to e-mails 
when an alarm occurs. The IMS-1000 will also provide links on its web page for viewing 
a snapshot or live video from each configured camera. The IMS-1000 includes pre-con-
figured snapshot & live video URLs for Axis, Panasonic and D-Link cameras, but you can 
customize the path for any manufacturers network camera using the Custom option in the 
Camera Type selection box. Up to 16 cameras can be used with the IMS-1000.

The first step is to get the camera running on your network. This process is independent 
of the IMS-1000. Follow the instructions included with the camera to get it set up on your 
network. Once the camera is properly set up, go into the IMS-1000 web page and click on 
Cameras from the main menu. Next, click the Add button at the bottom of the screen. This 
will bring up the Camera Setup screen (see below). Enter the information about your cam-
era in each of the fields. 

Fig. 10: Camera Setup

If you are using custom URLs you may need to contact the camera manufacturer to get the 
necessary information. Once you have all of the information entered, click Save and test 
it by clicking on the View Snapshot and View Video links on main Cameras web page.The 
web page can be password protected. You can program all parameters through the web 
page. 
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Alarm Response via the Camera
Camera Snapshots on Alarm
Camera images may be sent to one or more users when an Environmental or IP alarm 
occurs. Up to four alarm responses (Camera Snapshot) may be programmed per input. To 
configure this feature choose the camera you want to receive an image from and click the 
Edit button. On the bottom half of the screen is the responses section, click Add to con-
figure an alarm response. Select the profile and contact e–mail address, then choose the 
alarm to initiate the snapshot delivery.

Fig. 11: Camera Alarm Response

There are two options to determine the Duration over which snapshots will be sent. If you 
choose Send Continuously while in alarm you will receive snapshots continuously until 
the input goes back to normal. If you choose send maximum number of snapshots you 
will receive a fixed number of snapshots once the alarm is detected. You can also select the 
time between snapshots in the Snapshot Interval field, and you can choose the number of 
Snapshots Sent per E-mail. 

Note: Sending many snapshots simultaneously may use a significant amount of 
system memory resulting in delayed emails and/or missing snapshots. When sending 
simultaneous emails to multiple users you may have to minimize the number of 
snapshots per email or reduce the size (resolution) of the image.

Voice Recording and Assignment
Voice messages are used during call-in status reports and alarm dial-out. This allows 
the system to identify and describe exactly where the problem is located, which equip-
ment is affected, or which network device is not functioning. Custom voice messages 
can be recorded and assigned to each environmental input and IP alarm. You can also 
record a message to identify your IMS-1000’s location. The messages must be recorded 
by dialing-in to the unit using a touch-tone telephone. When you have finished speaking 
your message, press any touchtone to stop the recording. The voice menu will instruct 
you on recording and playing back each message. Once you have recorded a message, you 
can type in a description of each on the Voice Settings screen, then you can assign each 
message to the appropriate environmental input or IP alarm. Up to 30 messages can be 
recorded.
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Note: Voice message dialout only applies to model # IMS-1002.
Step one is to make a list of all the messages you need to record. For example:

Environmental Inputs

Message 1: “Temperature in the 2nd floor data center”
Message 2: “Humidity in server room 1”
Message 3: “Phase three power failure”
..
..
Message 10: “Sensaphone battery backup”

IP Alarms

Message 11: “Company XYZ SMTP server”
Message 12: “Company XYZ web server”
Message 13: “NY office FTP server”
..
..
Message 27: “Chicago network Gateway”

Identification Message

Message 30: “The data center monitoring system in the Chicago office, 14th floor” 
In this example we have grouped the environmental inputs into message numbers 1-10, 
the IP Alarm messages into 11-27, and the ID message into 30.
Step 2 is to call into the IMS-1000 and record your messages. When the unit answers 
it will ask for your User Code, then it will speak the menu below. Message recording is 
prompted with a beep. Press any touch-tone to end message recording.

For an Alarm Summary Report, Press 1
To listen to an Environmental Status Report, Press 2
To listen to an IP Status Report, Press 3
To play or record a voice message, Press 4
To control the relay output, press 5
To repeat this Menu , Press 0. 

Step 3 is to type your message descriptions into the entry fields on the Voice Settings 
screen. Click Settings, then Voice from the web Page. Enter each message description, then 
click Save. See example below:
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Fig. 12: Voice Settings Screen

Step 4 is to assign a voice message to each of your environmental inputs and/or IP Alarms. 
This is done on the channel edit screens for each input. The ID message can be assigned 
on the System Settings screen.

Channel View
You can get a quick summary of a particular Environmental input or IP alarm that 
includes Min/Max values, Last Alarm time, Last Acknowledge time, present status, most 
recent events, last 25 datalog records and a graph of that data. To view a summary just 
click on the item you wish to view from the Summary page or select an item from the 
Channels page and click the View button. A sample screen is shown below:

Fig. 13: Graph of AC Power
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History
The IMS-1000 stores both datalog and eventlog history internally. The datalog is a time-
stamped collection of input values that can be used to view and graph environmental 
conditions over time. It can also store the status of IP devices. The user can choose which 
inputs or IP alarms are stored and specify the overall sampling rate. Care should be taken 
to select the number of inputs and sampling rate accordingly, since large amounts of data 
can potentially be logged. The more data being logged, the faster the history log will fill up. 
The IMS-1000 can store up to 100,000 records. 
The eventlog contains time-stamped messages that describe activities performed by the 
unit such as alarm detection, user logins, telephone calls, and alarm acknowledgement. 
The eventlog history is useful when you want to review the historical events monitored and 
performed by the IMS-1000. The eventlog can store up to 100,000 records. 

Viewing History
Datalog and Eventlog history can be viewed by clicking the History button from the main 
page, then choose the Event log or Data log tab. Use the filters to select which channel to 
view, the type of records, and the time period - then click the Filter button. Depending on 
the size of the log this could take some time.

Fig. 14: History Viewer

Exporting Data
The Export button allows you to save the queried data to a file format which can be 
easily imported into other applications. Options include the ability to save the file in 
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CSV format or XML. Note: The exported data will represent only what you’ve selected to 
query (e.g. Filter).

Deleting Eventlog Records
On the Eventlog tab, click the Delete All Records button. This will delete all eventlog 
records in the IMS-1000. 

Deleting Datalog Records
On the Datalog tab, select a single input or choose all channels and click the Delete 
Records button. This will delete the selected datalog records.  

SMTP Error messages
If your e-mail settings are incomplete or incorrect there are some messages that will 
appear in the Event History log which may be helpful. 
The “Invalid Configuration” message will appear if you don’t have both the SMTP Server 
name and Return Address programmed. These are the minimum programming require-
ments to send e-mail. If you have at least these two items programmed and the IMS-1000 
is unable to deliver the message, then you may have one or more of the following prob-
lems:

(a) The wrong SMTP server name programmed.
(b) The wrong username programmed.
(c) The wrong password programmed.
(d) A username is programmed but none is required.
(e) A password is programmed but none is required.
(f) All of the e-mail settings are programmed properly but the unit cannot reach your 

SMTP server for network routing reasons.
(g) The unit cannot reach your DNS server and thus cannot look up the SMTP server IP 

address.
(h) The DNS server IP address is programmed incorrectly in the IMS Network 

Configuration settings.

 Saving and Loading Programming
The programming in your IMS-1000 can be saved to a file. This gives you the ability to 
back up your programming or copy the same programming to another IMS-1000 unit. 
Note that the file you save will not include parameters from the Network Configuration 
page. It will, however, contain any custom voice messages that you may have recorded. To 
save your programming to a file, go to the Config.asp page. Click the Advanced tab, then 
click the Download button. 
To Load a programming file into your IMS-1000, click the Browse button to locate your 
IMS-1000 programming file. Next, click the Upload button. Select Load Programming. 
Select a programming file to load and click the Load button. Your unit will have to restart 
for the new programming to take effect. When the unit restarts, you will be logged off. 
Wait one minute, then reconnect to the unit.



Chapter 2: Configuration

49

Updating Firmware
From time to time Firmware updates will become available to add features or improve 
the performance of your IMS-1000. Most Firmware updates will be included as part of a 
complete IMS-1000 installation upgrade. Check the IMS-1000 website (www.sensaphone.
com/support-1000.html) for the latest information on updates. To install new firmware 
or to check the version of firmware in your unit, go to the Config.asp page, then click the 
Advanced tab. 

Resetting to Factory Defaults
In the event that you are unable to log-in to your IMS-1000 because you have forgotten 
your username and/or password, or if you just want to reset your unit to factory new, the 
procedure below will delete all of your programming, history and network settings, result-
ing in a factory new device:
1) Turn the Power switch OFF.
2) Disconnect the power, Ethernet & telephone cables.
3) Remove the 8 screws on the cover and set the lid aside.
4) Locate the jumper in the center of the circuit board that says “Normal Operation” and 
“Factory Defaults”. Move the jumper to the Factory Defaults position. Temporarily place 
the lid on the unit and connect the power cable. Turn the power switch on for 2 minutes.
5) Turn the power switch OFF and disconnect the power cable. Remove the lid. Move the 
Jumper back to the “Normal Operation” position. Reassemble the lid with the 8 screws. 
The unit is now reset. 

Configuring the Relay Output
The IMS-1000 includes a relay output that can be used to control a light, siren, or other 
low voltage device. The output is a Form-C Normally Open/Normally Closed mechanical 
relay and is rated for 1A 30VAC or 1A 24VDC. A sample wiring diagram is shown below:

Alar m 
Light 

NO  C  NC 
Output 

12  V AC 
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The output connector is located on the front of the unit and is labeled “Output”. When 
connecting wires to the output terminal block be sure to strip a 1 ⁄ 2 ” of wire insulation 
before inserting the wire (see figure below):

1/2" 

The output has three terminals labeled NO (Normally Open), C (Common), and NC 
(Normally Closed). The three terminals make a single-pole, double-throw switch. The dia-
gram below shows how the terminals connect internally when the output is OFF. When the 
output is turned ON the C contact switches from the NC position to the NO position.

  NO                C              NC 

Modes of Operation
The output can be programmed to operate in either manual mode or one of two automatic 
modes (Alarm Condition or Unacknowledged Alarm). The different operating modes are 
described below:
Manual Mode: The output can be operated by using the IMS-1000 Web Page or via touch-
tone command during a voice call-in.
Automatic Modes

Alarm Condition: The output will turn ON when any of the selected environmental sen-
sors or IP alarms are in alarm, regardless of acknowledgement. The output will turn off 
when the alarm condition returns to normal status. (Note: The alarm must be enabled and 
the alarm recognition time must have expired).
Unacknowledged Alarm: The output will turn on when any of the selected inputs has an 
unacknowledged alarm. Once the alarm is acknowledged the output will turn off. (Note: 
The alarm must be enabled and the alarm recognition time must have expired).

Setting the Output Mode
To program the Output Mode, click on the Output button from the main menu, then click 
Edit. The following screen will appear:
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Manual Output Mode
To select Manual Mode click the circle labeled Manual then click Save. In this mode you 
can click the Turn On or Turn Off button at the top of the screen to activate/deactivate the 
output. For control using a touch-tone telephone see section titled “Touch-Tone Control”.

Alarm Condition and Unacknowledged Alarm Mode
To select one of these modes click the circle labeled Automatic from within the 
Output Mode section of the screen. Next, click the circle for either Alarm Condition or 
Unacknowledged Alarm. Next, select the Environmental Inputs and/or IP Alarms that you 
would like to have control the output.

Touch-Tone Control
If the output is set to Manual mode you can control it using touch-tone commands over 
the telephone. To do this call the unit and enter your User Code when prompted. The unit 
will begin speaking and will eventually provide various menu options. Select option 5 to 
control the relay output. Follow the prompts to turn the relay output ON or OFF. The unit 
will respond “on” or “off ” to indicate that the command was executed successfully. 
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Chapter 3: Operation
After installation and programming have been completed, the Sensaphone IMS-1000 is 
fully operational.  This chapter explains how the IMS-1000 operates.

Alarm Delivery and Acknowledgment
The IMS-1000 will start with the first profile and attempt to send an alarm message to 
each contact. The 1000 will then proceed to the next User Profile. All e–mail, fax, snmp, 
alphanumeric and numeric pager contacts will be sent the alarm message. Voice con-
tacts will be called until the alarm is acknowledged. Once the alarm is acknowledged any 
remaining voice contacts will not be called. With this in mind it is important that you orga-
nize your user profiles accordingly. 

Alarm Acknowledgment
Alarms can be acknowledged five ways:

1) By entering your Usercode using a touch-tone telephone when prompted during a 
Voice telephone call.

2) By calling in to the unit and entering your Usercode via touch-tone phone when 
prompted.  Note that the Intercall Delay must be set to a minute or more to allow 
time to call in to the unit.

3) By logging-in to the IMS-1000 and clicking the Alarm Acknowledgment button on 
the Channels screen for the Input in alarm.  See sample below:

Figure 1: Alarm Acknowledgment button

4) If the unit has no voice calls to make it will self–acknowledge the alarm after all 
other forms of alarm delivery have been completed.

5) If the maximum number of calls are attempted the unit will self–acknowledge the 
alarm.



53

Chapter 3: Operation

Sample Alarm Messages
Sample E-mail alarm message
From: 		IMS1000@Sensaphone.com
To: 		 jwilson@abcbank.com
Date: 		Mon, Jan 7, 2008 at 5:18 PM
Subject: Alarm Notification from ABC Federal Savings Bank

Alarm notification for Humidity - Server Room #2.
Low Humidity ALARM at ABC Federal Savings Bank
Humidity - Server Room #2 is now 23.6 %RH
Level crossed limit of 25.0 %RH
on Monday 7 January 2008, 05:18:00 PM

Sample Fax message
***************** IMS-1000 ALARM REPORT  *****************

TO:		 John Smith

		 CIO
		 ABC Widgets Inc.
		 Information Technology

FAX NUMBER: 7779992233

FROM: ABC Widgets Inc.
	 IMS-1000 
	 Boston, MA 

PHONE NUMBER:  7779992000

ALARM MESSAGE:

High temperature ALARM at ABC Widgets Inc.
CH1: Server room temperature is now 90.3 Deg F
Level crossed limit of 85.0 Deg F
on Thursday 28 March 2002, 10:24:32 AM EST

Sample Alphanumeric Pager Message
Alarm notification for Rack #7 Temperature.
High Temperature ALARM at ABC Federal Savings Bank
Rack #7 Temperature is now 86.5 Deg F
Level crossed limit of 85.0 Deg F

on Tuesday 22 April 2008, 08:41:21 AM
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Voice Status Report and Touch-Tone Commands
The IMS-1000 is capable of delivering a spoken status report when called via telephone. 
The status report can provide information on both environmental conditions and IP 
alarms. 

Sample Status Report
To receive a status report, call the unit. The unit will answer and begin speaking and 
request your User Code. If the unit receives a valid User Code it will continue with several 
menu options. A sample of the main menu is shown below:

Hello, this is the IMS-1000 - "this the ABC Federal Savings Bank at 1040 Chestnut 
Street" (custom voice message)
Enter your User code.  {valid code is received}
No alarms exist.
For an Alarm Summary Report, Press 1
To listen to an Environmental Status Report, press 2.
To listen to an IP status report, Press 3.
To play or record a voice message, Press 4.
To control the Relay Output, Press 5.
To repeat this menu, Press 0.

If the caller had selected option 1 they would hear an environmental status report. The 
alarm summary only reports on inputs and IP alarms that are currently beyond their 
limits, or are in an alarm condition. A sample of an environmental status report is listed 
below. Items in italics are custom messages recorded by the user.

Channel 1, temperature in the server room, is 76.4 degrees Fahrenheit, normal
Channel 2, temperature in rack B, is 82.7 degrees Fahrenheit, too high
Channel 3, humidity in the server room, is 33.9%, normal
Channel 6, water under server room floor, normal
Channel 7, smoke alarm in the server room, normal
The power is ON
The battery is 100%, normal

Voice Alarm Dialout
The IMS-1000 can call and deliver an alarm message in spoken English.  After dialing, the 
unit will begin speaking “IMS-1000 Alarm Message, Press any key to continue.”  If the unit 
receives a touch-tone, it will recite the alarm message.  When it finishes speaking the mes-
sage it will request acknowledgement. A sample Voice Alarm call is shown below:

“Sensaphone Alarm Message, press any key to continue”   
“Sensaphone Alarm Message, press any key to continue”   {call is answered and a 5 is 

pressed}
“IMS-1000 Alarm Message. The temperature is High at the IT Dept of XYZ Company.”
“Channel 1, temperature in the server room, is 81.5 Degrees Fahrenheit”
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“Level crossed limit of 80 Degrees Fahrenheit at 7:45PM.”
"To repeat press *"
“Enter User Code to acknowledge:”   {valid User Code is received}
“Alarm Acknowledged. ” {main menu}

Call-in Alarm Acknowledgment
If you receive an alarm message on your pager or in your voice mail, you can still acknowl-
edge the alarm by calling the unit back and entering your User Code. Note that the 
Intercall Delay must be set to at least 1 minute in order for the unit to answer a call. 
When you call in to the unit, wait for the beep and then press a button on your touch-tone 
telephone. If there are unacknowledged alarms, the unit will say “Unacknowledged alarms 
exist". Then listen to the following menu and choose the appropriate option. When the 
unit finishes announcing all of the alarms, it will say “Enter your user code.”  If the user 
code is entered correctly the unit will say “Alarm acknowledged” and it will acknowledge 
all of the alarms announced, and stop dialing all voice contacts.
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Chapter 4: SNMP (Simple Network Management Protocol)

The IMS-1000 contains an SNMP agent that supports versions (v1 and V2c), over both UDP 
and TCP transports.  Read and write access to most of the IMS-1000 parameters is provided 
along with the ability to send traps when alarms occur.  A complete SNMPv1 MIB is provided 
on the IMS-1000 CD.
The SNMP agent can be enabled or disabled from the network settings screen. The SNMP 
community strings are also configured on this page. See Chapter 1 for details.
Through the SNMP protocol, most of the programming parameters and status information 
can be accessed.  The following is a summary of the IMS-1000 items that can be fully accessed 
through SNMP:
n Edit Environmental input programming
n Edit IP Alarm programming
n Edit System programming (unit info, e-mail setup, Web FTP setup, phone settings)
n Enable/Disable Datalogging
n Edit the Datalog interval
n Edit Environmental input template programming
n Edit Camera setup
n Acknowledge alarms
n View Network and Security configuration parameters

Some parameters of the IMS-1000 involve complex data structures and cannot be accessed 
through the SNMP protocol.  The following operations cannot be performed through SNMP:
n Add or delete IP alarms
n Add or delete Profiles or Contacts
n Delete a sensor
n Configure the system clock
n Edit alarm response programming sequences
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The various values that can be retrieved from an MIB are called MIB variables. Each MIB 
variable is named by an Object Identifier (OID), which usually has a name in the form of 
numbers separated by periods (“.”), like this: .1.3.6.1.x.x.xxxx.x.x.x.x...   OIDs for all MIB vari-
ables can be determined by browsing the MIB.
Below are some examples of the more common OIDs in the IMS-1000:
Name:  .iso.org.dod.internet.private.enterprises.sensaphone
Sensaphone OID:  .1.3.6.1.4.1.8338

Environmental Input Values:  1.1.3.1.6.1.1.42 (input number) .0  

Example: environmental input #3: .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.4.2.3.0
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Chapter 5: IMS-1000 Sensors

IMS-4810 Room Temperature Sensor

Installation Instructions

Introduction
The IMS-4810 temperature sensor is designed 
to connect to the IMS-1000 and monitor 
indoor temperatures.  The electrical connection 
between the sensor and IMS-1000 is made via 
RJ-45 patch cable (not included). The sensor 
may be mounted either on a wall or to a single-
gang electrical box. 

Package Contents
(1) IMS-4810 Temperature sensor
(2) Plastic drywall anchors
(2) #6 Metal tapping screws
(1) 1⁄16" hex key

Cabling
The temperature sensor connects to the IMS-1000 via an RJ-45 cable (e.g. CAT5 cable). The con-
nection from the sensor to the IMS-1000 can utilize your existing network wiring infrastructure. 
For example, the sensor may be installed in another room or another floor. Connect the sensor to 
your structured wiring network via an RJ-45 jack. At the other end, connect a patch cable from 
your structured wiring patch panel directly to the IMS-1000 environment input.

Caution: The IMS sensors are not TCP/IP devices and therefore should not be 
connected directly to any wiring infrastructure that is connected to network 
equipment such as a hub, router, or switch.  Sensors use RJ-45 plugs and cables 
similar to those used with Ethernet devices.

Mounting
The temperature sensor can be mounted directly on a surface or attached to a single-gang electrical 
box. Consideration should be given to cable routing before attaching the sensor to the wall. Will the 
cable go through the wall (cable hidden) or will it run down the wall (cable visible)?  Once this has 
been determined, run the cable to the location where the sensor will be installed.

Electrical box installation
Bring the RJ-45 cable through the electrical box. Remove the sensor cover by turning the two hex 
screws on the bottom of the sensor housing clockwise. Bring the cable through the back of the sen-
sor and connect the cable to the jack as shown in Figure 1. Attach the sensor to the electrical box 
using the appropriate screws. Secure the sensor cover by turning the two hex screws on the bottom 
of the cover counterclockwise. 
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Figure 1: 4810 with Cable exiting through back of enclosure

Hidden cable surface installation
Bring the RJ-45 cable through the wall at the mounting location. Remove the sensor cover by turn-
ing the two hex screws on the bottom of the sensor housing clockwise.  Bring the cable through the 
back of the sensor and hold the sensor housing against the wall. Use a pencil to mark the hole loca-
tions at the top and bottom of the housing.  Remove the sensor from the wall. Install the drywall 
anchors (if necessary) to the wall. Bring the cable through the back of the sensor and connect it to 
the jack as shown in Figure 1. Attach the sensor to the wall using #6 tapping screws. Secure the 
sensor cover by turning the two hex screws on the bottom of the cover counterclockwise.

Visible cable surface installation
Remove the sensor cover by turning the two hex screws on the bottom of the sensor housing 
clockwise. Hold the sensor housing against the wall. Use a pencil to mark the hole locations 
at the top and bottom of the housing. Install the drywall anchors (if necessary) to the wall.  
Attach the sensor to the wall using #6 tapping screws. Connect the cable to the jack as shown 
in Figure 2. Secure the sensor cover by turning the two hex screws on the bottom of the cover 
counterclockwise.
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Figure 2: 4810 with Cable exiting out enclosure bottom

Configuration
All IMS Solution sensors are auto-configured when you plug them into the IMS-1000.  When a 
new sensor is plugged into the IMS-1000, the configuration is set to the factory default via the 
Sensor Template.  If you have modified these templates, the configuration will be set to the 
modified configuration.  When a sensor is removed, or the connection is disrupted, the configu-
ration data remains intact but the sensor will go into trouble status and generate a trouble alarm.  
When the sensor is plugged in again, or the connection is re-established, configuration data remains 
unchanged and the sensor returns to normal operating condition.

Caution: Removing a sensor for less than 60 seconds does not produce a trouble 
alarm. Removing or unplugging a sensor for more than 60 seconds or plugging 
in a different sensor at any time will cause a trouble alarm.

Fahrenheit/Celsius Selection
The IMS-4810 can provide temperature readings in either degrees Fahrenheit or Celsius. To select 
one or the other, remove the sensor cover by turning the two hex screws on the bottom of the sen-
sor housing clockwise. Locate the black jumper (see Figure 3) marked J2. Install the jumper in the 
“Deg F” position for Fahrenheit or the “Deg C” position for Celsius. Secure the sensor cover by 
turning the two hex screws on the bottom of the cover counterclockwise.
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Figure 3: Jumper location (set for Degrees Celsius)
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Sensor Template (factory default)
	 Input Name:	 Temperature
	 Low Temperature Limit:	 50º F
	 High Temperature Limit:	 85º F
	 Recognition Time:	 60 Seconds
	 Reset Time:	 0 Seconds
	 Data Logging:	 Active
	 Voice:	 temperature.wav	

	 Input Class:	 Temperature

Specifications
		 Range: 	 5–122 degrees F  (-15 to 50 degrees C)
		 Humidity: 	 5–90 %RH
		 Sensor type: 	 solid state ic
		 Accuracy:	 +/- 3 degrees F
		 Connector:	 RJ-45

		 Housing:	 white plastic 
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IMS-4811  Room Temperature Sensor with display 
(Fahrenheit)

Installation Instructions

Introduction
The IMS-4811 temperature sensor is designed 
to connect to the IMS-1000 and monitor indoor 
temperatures. The electrical connection between the 
sensor and IMS-1000 is made via RJ-45 patch cable 
(not included). The sensor may be mounted either 
on a wall or to a single-gang electrical box. 

Package Contents
(1) IMS-4811 Temperature sensor
(2) Plastic drywall anchors
(2) #6 Metal tapping screws
(1) 1⁄16" hex key

Cabling
The temperature sensor connects to the IMS-1000 via an RJ-45 cable (e.g. CAT5 cable). The con-
nection from the sensor to the IMS-1000 can utilize your existing network wiring infrastructure. For 
example, the sensor may be installed in another room or another floor. Connect the sensor to your 
structured wiring network via an RJ-45 jack.  At the other end, connect a patch cable from your struc-
tured wiring patch panel directly to the IMS-1000 environment input.

Caution: The IMS sensors are not TCP/IP devices and therefore should not be 
connected directly to any wiring infrastructure that is connected to network 
equipment such as a hub, router, or switch.  Sensors use RJ-45 plugs and cables 
similar to those used with Ethernet devices.

Mounting
The temperature sensor can be mounted directly on a surface or attached to a single-gang electrical 
box. Consideration should be given to cable routing before attaching the sensor to the wall. Will the 
cable go through the wall (cable hidden) or will it run down the wall (cable visible)?  Once this has 
been determined, run the cable to the location where the sensor will be installed.

Electrical box installation
Bring the RJ-45 cable through the electrical box. Remove the sensor cover by turning the two hex 
screws on the bottom of the sensor housing clockwise. Bring the cable through the back of the sensor 
and connect the cable to the jack as shown in Figure 1. Attach the sensor to the electrical box using 
the appropriate screws. Secure the sensor cover by turning the two hex screws on the bottom of the 
cover counterclockwise. 
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Figure 1: 4811 with Cable exiting through back of enclosure

Hidden cable surface installation
Bring the RJ-45 cable through the wall at the mounting location. Remove the sensor cover by turn-
ing the two hex screws on the bottom of the sensor housing clockwise.  Bring the cable through the 
back of the sensor and hold the sensor housing against the wall. Use a pencil to mark the hole loca-
tions at the top and bottom of the housing.  Remove the sensor from the wall. Install the drywall 
anchors (if necessary) to the wall. Bring the cable through the back of the sensor and connect it to 
the jack as shown in Figure 1. Attach the sensor to the wall using #6 tapping screws. Secure the 
sensor cover by turning the two hex screws on the bottom of the cover counterclockwise.

Visible cable surface installation
Remove the sensor cover by turning the two hex screws on the bottom of the sensor housing clock-
wise. Hold the sensor housing against the wall. Use a pencil to mark the hole locations at the top 
and bottom of the housing. Install the drywall anchors (if necessary) to the wall. Attach the sensor 
to the wall using #6 tapping screws. Connect the cable to the jack as shown in Figure 2. Secure the 
sensor cover by turning the two hex screws on the bottom of the cover counterclockwise.

Figure 2: 4811 with Cable exiting out enclosure bottom
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Configuration
All IMS Solution sensors are auto-configured when you plug them into the IMS-1000.  When a 
new sensor is plugged into the IMS-1000, the configuration is set to the factory default via the 
Sensor Template.  If you have modified these templates, the configuration will be set to the 
modified configuration.  When a sensor is removed, or the connection is disrupted, the configu-
ration data remains intact but the sensor will go into trouble status and generate a trouble alarm.  
When the sensor is plugged in again, or the connection is re-established, configuration data remains 
unchanged and the sensor returns to normal operating condition.

Caution: Removing a sensor for less than 60 seconds does not produce a trouble 
alarm. Removing or unplugging a sensor for more than 60 seconds or plugging 
in a different sensor at any time will cause a trouble alarm.

Sensor Template (factory default)
	 Input Name:	 Temperature

	 Low Temperature Limit:	 50º F

	 High Temperature Limit:	 85º F

	 Recognition Time:	 60 Seconds

	 Reset Time:	 0 Seconds

	 Data Logging:	 Active

	 Voice:	 temperature.wav

	 Input Class:	 Temperature

Specifications
		 Range: 	 32–95 degrees F 

		 Humidity: 	 5–90 %RH

		 Sensor type: 	 solid state ic

		 Accuracy:	 +/- 3 degrees F

		 Connector:	 RJ-45

		 Housing:	 white plastic
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IMS-4812 Mini–Temperature Sensor (Fahrenheit)

Installation Instructions

Introduction
The IMS-4812 Mini Temperature Sensor is designed to 
connect to the IMS-1000 and monitor temperatures in 
tight locations (for example, inside equipment racks).  
The electrical connection between the sensor and IMS-
1000 is made via the attached RJ-45 patch cable.  The 
sensor may be secured inside equipment using double-
sided tape (included) or with tie-wraps. 

 Cabling
The Mini-Temperature Sensor comes with an attached 7' cable with an RJ-45 plug on the end. If 
the sensor is close to the IMS-1000, you can plug the sensor directly to an IMS environmental 
input. If  the cable is too short you can use the included RJ-45 adaptor and a longer patch cable to 
extend the length. For applications where the sensor may be far from the IMS unit, you may utilize 
your existing network wiring infrastructure. For example, the sensor may be installed in another 
room or another floor. Connect the sensor to your structured wiring network via an RJ-45 jack. At 
the other end, connect a patch cable from your structured wiring patch panel directly to the IMS-
1000 environment input.

Caution: The IMS sensors are not TCP/IP devices and therefore should not be 
connected directly to any wiring infrastructure that is connected to network 
equipment as a hub, router, or switch.  Sensors use RJ-45 plugs and cables 
similar to those used with Ethernet devices.

Mounting
The temperature sensor may be mounted directly on a surface using double-sided tape (included) or 
it may be secured to equipment using tie-wraps. The choice depends on your application. 

Configuration
All IMS Solution sensors are auto-configured when you plug them into the IMS-1000.  When a 
new sensor is plugged into the IMS-1000, the configuration is set to the factory default via the 
Sensor Template.  If you have modified these templates, the configuration will be set to the 
modified configuration.  When a sensor is removed, or the connection is disrupted, the configu-
ration data remains intact but the sensor will go into trouble status and generate a trouble alarm.  
When the sensor is plugged in again, or the connection is re-established, configuration data remains 
unchanged and the sensor returns to normal operating condition.

Caution: Removing a sensor for less than 60 seconds does not produce a trouble 
alarm. Removing or unplugging a sensor for more than 60 seconds or plugging 
in a different sensor at any time will cause a trouble alarm.
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Sensor Template (factory default)
	 Input Name:	 Temperature
	 Low Temperature Limit:	 50º F
	 High Temperature Limit:	 85º F
	 Recognition Time:	 60 Seconds
	 Reset Time:	 0 Seconds
	 Data Logging:	 Active
	 Voice:	 temperature.wav
	 Input Class:	 Temperature

Specifications
	 Range:	 5–140 degrees F
	 Humidity: 	 5–90% RH
	 Sensor type: 	 solid state ic
	 Accuracy:	 +/- 3 degrees F
	 Connector: 	 7' cable w/RJ-45 plug

	 Housing: 	 black plastic
	 Housing dimensions:  	 2.13'' l x 0.6'' d x 1.38'' h
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IMS-4813  Room Temperature Sensor with display (Celsius)

Installation Instructions

Introduction
The IMS-4813 temperature sensor is designed 
to connect to the IMS-1000 and monitor indoor 
temperatures. The electrical connection between the 
sensor and IMS-1000 is made via RJ-45 patch cable 
(not included). The sensor may be mounted either on 
a wall or to a single-gang electrical box. 

Package Contents
(1) IMS-4813 Temperature sensor
(2) Plastic drywall anchors
(2) #6 Metal tapping screws
(1) 1⁄16" hex key

Cabling
The IMS-4813 temperature sensor connects to the IMS-1000 via an RJ-45 cable (e.g. CAT5 cable). 
The connection from the sensor to the IMS-1000 can utilize your existing network wiring infrastruc-
ture. For example, the sensor may be installed in another room or another floor. Connect the sensor 
to your structured wiring network via an RJ-45 jack.  At the other end, connect a patch cable from 
your structured wiring patch panel directly to the IMS-1000 environment input.

Caution: The IMS sensors are not TCP/IP devices and therefore should not be 
connected directly to any wiring infrastructure that is connected to network 
equipment such as a hub, router, or switch.  Sensors use RJ-45 plugs and cables 
similar to those used with Ethernet devices.

Mounting
The temperature sensor can be mounted directly on a surface or attached to a single-gang electrical 
box. Consideration should be given to cable routing before attaching the sensor to the wall. Will the 
cable go through the wall (cable hidden) or will it run down the wall (cable visible)?  Once this has 
been determined, run the cable to the location where the sensor will be installed.

Electrical box installation
Bring the RJ-45 cable through the electrical box. Remove the sensor cover by turning the two hex 
screws on the bottom of the sensor housing clockwise. Bring the cable through the back of the sensor 
and connect the cable to the jack as shown in Figure 1. Attach the sensor to the electrical box using 
the appropriate screws. Secure the sensor cover by turning the two hex screws on the bottom of the 
cover counterclockwise. 
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Figure 1: 4813 with Cable exiting through back of enclosure

Hidden cable surface installation
Bring the RJ-45 cable through the wall at the mounting location. Remove the sensor cover by turn-
ing the two hex screws on the bottom of the sensor housing clockwise.  Bring the cable through the 
back of the sensor and hold the sensor housing against the wall. Use a pencil to mark the hole loca-
tions at the top and bottom of the housing.  Remove the sensor from the wall. Install the drywall 
anchors (if necessary) to the wall. Bring the cable through the back of the sensor and connect it to 
the jack as shown in Figure 1. Attach the sensor to the wall using #6 tapping screws. Secure the 
sensor cover by turning the two hex screws on the bottom of the cover counterclockwise.

Visible cable surface installation
Remove the sensor cover by turning the two hex screws on the bottom of the sensor housing clock-
wise. Hold the sensor housing against the wall. Use a pencil to mark the hole locations at the top 
and bottom of the housing. Install the drywall anchors (if necessary) to the wall. Attach the sensor 
to the wall using #6 tapping screws. Connect the cable to the jack as shown in Figure 2. Secure the 
sensor cover by turning the two hex screws on the bottom of the cover counterclockwise.

Figure 2: 4813 with Cable exiting out enclosure bottom
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Configuration
All IMS Solution sensors are auto-configured when you plug them into the IMS-1000.  When a 
new sensor is plugged into the IMS-1000, the configuration is set to the factory default via the 
Sensor Template.  If you have modified these templates, the configuration will be set to the 
modified configuration.  When a sensor is removed, or the connection is disrupted, the configu-
ration data remains intact but the sensor will go into trouble status and generate a trouble alarm.  
When the sensor is plugged in again, or the connection is re-established, configuration data remains 
unchanged and the sensor returns to normal operating condition.

Caution: Removing a sensor for less than 60 seconds does not produce a trouble 
alarm. Removing or unplugging a sensor for more than 60 seconds or plugging 
in a different sensor at any time will cause a trouble alarm.

Sensor Template (factory default)
	 Input Name:	 Temperature

	 Low Temperature Limit:	 10º C

	 High Temperature Limit:	 27º C

	 Recognition Time:	 60 Seconds

	 Reset Time:	 0 Seconds

	 Data Logging:	 Active

	 Voice:	 temperature.wav

	 Input Class:	 Temperature

Specifications
		 Range: 	 0 to 35 degrees C 

		 Humidity: 	 5–90 %RH

		 Sensor type: 	 solid state ic

		 Accuracy:	 +/- 1.7 degrees C

		 Connector:	 RJ-45

		 Housing:	 white plastic



IMS-1000 Manual

70

IMS-4814 Ultra Low Temperature Sensor 

Installation Instructions

Introduction
The IMS-4814 Ultra Low Temperature Sensor is 
designed to connect to the IMS-1000 and monitor 
temperatures in refrigerators or freezers. The electrical 
connection between the sensor and IMS-1000 is made 
via the attached RJ-45 patch cable. The sensor probe 
may be secured inside equipment using the included 
clamp or it may be hung using tie wraps. Do not install 
the black plastic enclosure inside of a refrigerator or 
freezer.

Cabling
The Ultra Low Temperature Sensor comes with an 
attached 7' cable with an RJ-45 plug on the end and a weatherproof probe with 12' of cable. If the 
sensor installation is close to the IMS-1000, you can plug it directly into an IMS environmental 
input. If the cable is too short you can use the included RJ-45 adaptor and a longer patch cable to 
extend the length. For applications where the sensor may be far from the IMS unit, you may utilize 
your existing network wiring infrastructure. For example, the sensor may be installed in another 
room or another floor. Connect the sensor to your structured wiring network via an RJ-45 jack. At 
the other end, connect a patch cable from your structured wiring patch panel directly to the IMS-
1000 environment input.

Caution: The IMS sensors are not TCP/IP devices and therefore should not be 
connected directly to any wiring infrastructure that is connected to network 
equipment such as a hub, router, or switch. Sensors use RJ-45 plugs and cables 
similar to those used with Ethernet devices.

Mounting
The temperature sensor housing may be mounted directly on a surface using double-sided tape 
(included) or it may be secured to equipment using tie-wraps. The choice depends on your 
application. The sensor probe must be installed in your refrigerator or freezer at a location that 
is representative of the average temperature. Do not install the probe directly in front of the 
cold air blower.

Configuration
All IMS Solution sensors are auto-configured when you plug them into the IMS-1000. The 
Ultra Low Temperature Sensor will identify itself as a 4-20mA transducer. On the Properties 
screen for this sensor you must select the sensor type: either Low Temperature (Deg F) or Low 
Temperature (Deg C). When a sensor is removed, or the connection is disrupted, the 
configuration data remains intact but the sensor will go into trouble status and generate a 
trouble alarm. When the sensor is plugged in again, or the connection is re-established, 
configuration data remains unchanged and the sensor returns to normal operating condition.
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Caution: Removing a sensor for less than 60 seconds does not produce a trouble 
alarm. Removing or unplugging a sensor for more than 60 seconds or plugging 
in a different sensor at any time will cause a trouble alarm.

Sensor Template
Input Name: Transducer 
High Limit: 100 
Low Limit: 0
Recognition Time: 3 Seconds 
Reset Time: 0 Seconds 
Data Logging: Active 
Voice: None 
Input Class: Other
Weight: 3 oz (85 grams)

Specifications
Temperature Range: -122 to 53°F (-86 to 12°C)
Humidity: 5–90% RH 
Sensor type: sealed thermistor probe 
Accuracy: +/- 3 degrees F 
Connector: 7' cable w/RJ-45 plug 
Housing: black plastic 
Housing dimensions: 2.13'' l x 0.6'' d x 1.38'' h	  
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IMS-4820 Room Humidity Sensor

Installation Instructions

Introduction
The IMS-4820 humidity sensor is designed to connect 
to the IMS-1000 and monitor indoor humidity levels.  
The electrical connection between the sensor and IMS-
1000 is made via RJ-45 patch cable (not included). The 
sensor may be mounted either on a wall or to a single-
gang electrical box. 

Package Contents
(1) IMS-4820 Humidity sensor
(2) Plastic drywall anchors
(2) #6 Metal tapping screws
(1) 1⁄16" hex key

Cabling
The humidity sensor connects to the IMS-1000 via an RJ-45 cable (e.g. CAT5 cable). The connec-
tion from the sensor to the IMS-1000 can utilize your existing network wiring infrastructure. For 
example, the sensor may be installed in another room or another floor. Connect the sensor to your 
structured wiring network via an RJ-45 jack. At the other end, connect a patch cable from your 
structured wiring patch panel directly to the IMS-1000 environment input.

Caution: The IMS sensors are not TCP/IP devices and therefore should not be 
connected directly to any wiring infrastructure that is connected to network 
equipment such as a hub, router, or switch.  Sensors use RJ-45 plugs and cables 
similar to those used with Ethernet devices.

Mounting
The humidity sensor can be mounted directly on a surface or attached to a single-gang electrical 
box. Consideration should be given to cable routing before attaching the sensor to the wall. Will the 
cable go through the wall (cable hidden) or will it run down the wall (cable visible)?  Once this has 
been determined, run the cable to the location where the sensor will be installed.

Electrical box installation
Bring the RJ-45 cable through the electrical box. Remove the sensor cover by turning the two hex 
screws on the bottom of the sensor housing clockwise. Bring the cable through the back of the sen-
sor and connect the cable to the jack as shown in Figure 1. Attach the sensor to the electrical box 
using the appropriate screws. Secure the sensor cover by turning the two hex screws on the bottom 
of the cover counterclockwise. 
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Figure 1: 4820 with Cable exiting through back of enclosure

Hidden cable surface installation
Bring the RJ-45 cable through the wall at the mounting location. Remove the sensor cover by turn-
ing the two hex screws on the bottom of the sensor housing clockwise. Bring the cable through 
the back of the sensor and hold the sensor housing against the wall. Use a pencil to mark the hole 
locations at the top and bottom of the housing. Remove the sensor from the wall. Install the drywall 
anchors (if necessary) to the wall. Bring the cable through the back of the sensor and connect it to 
the jack as shown in Figure 1. Attach the sensor to the wall using #6 tapping screws. Secure the 
sensor cover by turning the two hex screws on the bottom of the cover counterclockwise.

Visible cable surface installation
Remove the sensor cover by turning the two hex screws on the bottom of the sensor housing clock-
wise. Hold the sensor housing against the wall. Use a pencil to mark the hole locations at the top 
and bottom of the housing. Install the drywall anchors (if necessary) to the wall.  Attach the sensor 
to the wall using #6 tapping screws. Connect the cable to the jack as shown in Figure 2. Secure the 
sensor cover by turning the two hex screws on the bottom of the cover counterclockwise.

Figure 2: 4820 with Cable exiting out enclosure bottom
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Configuration
All IMS Solution sensors are auto-configured when you plug them into the IMS-1000.  When a 
new sensor is plugged into the IMS-1000, the configuration is set to the factory default via the 
Sensor Template.  If you have modified these templates, the configuration will be set to the modi-
fied configuration.  When a sensor is removed, or the connection is disrupted, the configuration 
data remains intact but the sensor will go into trouble status and generate a trouble alarm.  When 
the sensor is plugged in again, or the connection is re-established, configuration data remains 
unchanged and the sensor returns to normal operating condition.

Caution: Removing a sensor for less than 60 seconds does not produce a trouble alarm. 
Removing or unplugging a sensor for more than 60 seconds or plugging in a different 
sensor at any time will cause a trouble alarm.

Sensor Template (factory default)
	 Input Name:	 Humidity

	 Low Limit:	 20%

	 High Limit:	 60%

	 Recognition Time:	 60 Seconds

	 Reset Time:	 0 Seconds

	 Data Logging:	 Active

	 Voice:	 humidity.wav

	 Input Class:	 Humidity

Specifications
		 Range: 	 0–100% RH

		 Temperature: 	 32–122º F (0–50º C)

		 Accuracy:	 +/- 5%

		 Connector:	 RJ-45

		 Housing:	 white plastic
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IMS-4821  Room Humidity Sensor with display

Installation Instructions

Introduction
The IMS-4821 humidity sensor is designed to connect 
to the IMS-1000 and monitor indoor humidity.  The 
electrical connection between the sensor and IMS-1000 
is made via RJ-45 patch cable (not included). The sensor 
may be mounted either on a wall or to a single-gang 
electrical box. 

Package Contents
(1) IMS-4821 Humidity sensor
(2) Plastic drywall anchors
(2) #6 Metal tapping screws
(1) 1/16" hex key

Cabling
The humidity sensor connects to the IMS-1000 via an RJ-45 cable (e.g. CAT5 cable). The connec-
tion from the sensor to the IMS-1000 can utilize your existing network wiring infrastructure. For 
example, the sensor may be installed in another room or another floor. Connect the sensor to your 
structured wiring network via an RJ-45 jack. At the other end, connect a patch cable from your 
structured wiring patch panel directly to the IMS-1000 environment input.

Caution: The IMS sensors are not TCP/IP devices and therefore should not be 
connected directly to any wiring infrastructure that is connected to network 
equipment such as a hub, router, or switch.  Sensors use RJ-45 plugs and cables 
similar to those used with Ethernet devices.

Mounting
The humidity sensor can be mounted directly on a surface or attached to a single-gang electrical 
box. Consideration should be given to cable routing before attaching the sensor to the wall. Will the 
cable go through the wall (cable hidden) or will it run down the wall (cable visible)?  Once this has 
been determined, run the cable to the location where the sensor will be installed.

Electrical box installation
Bring the RJ-45 cable through the electrical box. Remove the sensor cover by turning the two hex 
screws on the bottom of the sensor housing clockwise. Bring the cable through the back of the sen-
sor and connect the cable to the jack as shown in Figure 1. Attach the sensor to the electrical box 
using the appropriate screws. Secure the sensor cover by turning the two hex screws on the bottom 
of the cover counterclockwise. 
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Figure 1: 4821 with Cable exiting through back of enclosure

Hidden cable surface installation
Bring the RJ-45 cable through the wall at the mounting location. Remove the sensor cover by turn-
ing the two hex screws on the bottom of the sensor housing clockwise.  Bring the cable through the 
back of the sensor and hold the sensor housing against the wall. Use a pencil to mark the hole loca-
tions at the top and bottom of the housing.  Remove the sensor from the wall. Install the drywall 
anchors (if necessary) to the wall. Bring the cable through the back of the sensor and connect it to 
the jack as shown in Figure 1. Attach the sensor to the wall using #6 tapping screws. Secure the 
sensor cover by turning the two hex screws on the bottom of the cover counterclockwise.

Visible cable surface installation
Remove the sensor cover by turning the two hex screws on the bottom of the sensor housing clock-
wise. Hold the sensor housing against the wall. Use a pencil to mark the hole locations at the top 
and bottom of the housing. Install the drywall anchors (if necessary) to the wall. Attach the sensor 
to the wall using #6 tapping screws. Connect the cable to the jack as shown in Figure 2. Secure the 
sensor cover by turning the two hex screws on the bottom of the cover counterclockwise.

Figure 2: 4821 with Cable exiting out enclosure bottom
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Configuration
All IMS Solution sensors are auto-configured when you plug them into the IMS-1000.  When a 
new sensor is plugged into the IMS-1000, the configuration is set to the factory default via the 
Sensor Template.  If you have modified these templates, the configuration will be set to the 
modified configuration.  When a sensor is removed, or the connection is disrupted, the configu-
ration data remains intact but the sensor will go into trouble status and generate a trouble alarm.  
When the sensor is plugged in again, or the connection is re-established, configuration data remains 
unchanged and the sensor returns to normal operating condition.

Caution: Removing a sensor for less than 60 seconds does not produce a trouble 
alarm. Removing or unplugging a sensor for more than 60 seconds or plugging 
in a different sensor at any time will cause a trouble alarm.

Sensor Template (factory default)
	 Input Name:	 Humidity

	 Low Limit:	 20%

	 High Limit:	 60%

	 Recognition Time:	 60 Seconds

	 Reset Time:	 0 Seconds

	 Data Logging:	 Active

	 Voice:	 humidity.wav

	 Input Class:	 Humidity

Specifications
		 Range: 	 5–95%

		 Temperature: 	 32–158º F (0–70º C)

		 Accuracy:	 +/- 3%

		 Connector:	 RJ-45

		 Housing:	 white plastic



IMS-1000 Manual

78

IMS-4830 Water Detection Sensor 

Installation Instructions

Introduction
The IMS-4830 Water Detection Sensor protects your 
server and equipment from damaging water leaks from 
malfunctioning HVAC systems, cafeteria accidents, or 
any general plumbing failures in your facilities. The 
IMS-4830 is powered directly by the IMS-1000 unit.

After mounting the sensor, attach the included 
WaterRope, and simply lay its orange cable around 
your equipment: place it on the floor or beneath a raised 
floor; inside a drop-ceiling or in the rafters between 
floors; or anywhere you must know about water near 
your equipment.

You can attach additional Water Detection sensors to each other to expand your water leak detec-
tion capabilities throughout your facility; alternatively, IMS WaterRopes are designed to plug into 
each other to widen your perimeter for any individual sensor.

Package Contents
(1) IMS-4830 Water Detection Sensor

(1) 10' of WaterRope

(5) Adhesive cable clamps 

(2) Plastic drywall anchors

(2) #6 Metal tapping screws

(4) Rubber feet

Cabling
The water detection sensor connects to the IMS-1000 via an RJ-45 cable (e.g. CAT5 cable). The 
connection from the sensor to the IMS-1000 can utilize your existing network wiring infrastructure. 
For example, the sensor may be installed in another room or another floor. Connect the sensor to 
your structured wiring network via an RJ-45 jack. At the other end, connect a patch cable from 
your structured wiring patch panel directly to the IMS-1000 environment input.

Caution: The IMS sensors are not TCP/IP devices and therefore should not be 
connected directly to any wiring infrastructure that is connected to network 
equipment such as a hub, router, or switch.  Sensors use RJ-45 plugs and cables 
similar to those used with Ethernet devices.

Extending the WaterRope
You can extend the monitored area by attaching additional pieces of WaterRope. Simply connect 
the new WaterRope to the end of the first. You can have up to ten (10) pieces of WaterRope (100') 
connected together from one Water Detection Sensor.

Cascading Water Sensors
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You can cascade up to three Water Detection Sensors from a single IMS input channel. This is use-
ful if there is a large distance between each sensor and you don’t want to use up additional IMS 
inputs for individual sensors.  Simply connect an RJ-45 cable to the Next Sensor jack on the first 
sensor to the IMS jack of the second sensor.  See Figure below.

Figure 1: Sensor connections

Mounting
The sensor can be mounted to a wall or lie flat on the floor. To maximize the coverage of the 
WaterRope, install the sensor close to the area to be monitored. For wall mounting, install the  
Water Detection Sensor close to the floor. Install the two drywall anchors (if necessary) and attach 
the  Water Detection Sensor using the two #6 tapping screws. When installing the sensor on the 
floor, attach the four rubber feet to the bottom of the enclosure.

Figure 2: Mounting the sensor

Configuration
All IMS Solution sensors are auto-configured when you plug them into the IMS-1000.  When a 
new sensor is plugged into the IMS-1000, the configuration is set to the factory default via the 
Sensor Template.  If you have modified these templates, the configuration will be set to the 
modified configuration.  When a sensor is removed, or the connection is disrupted, the configu-
ration data remains intact but the sensor will go into trouble status and generate a trouble alarm.  
When the sensor is plugged in again, or the connection is re-established, configuration data remains 
unchanged and the sensor returns to normal operating condition.
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Caution: Removing a sensor for less than 60 seconds does not produce a trouble alarm. 
Removing or unplugging a sensor for more than 60 seconds or plugging in a different 
sensor at any time will cause a trouble alarm.

Sensor Template (factory default)
	 Input Name:	 Water Sensor

	 Recognition Time:	 3 Seconds

	 Reset Time:	 0 Seconds

	 Data Logging:	 Active

	 Voice:	 water sensor.wav

	 Input Class:	 Water

Specifications
	 Sensing Method:	 Conductivity

	 Sensor: 	 Polymer core cable with 2 sensing wires

	 IMS Connection:	 RJ-45

	 Housing:	 black plastic with mounting ears  
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IMS-4840  External Power Sensor 

Installation Instructions

Introduction
The IMS-4840 External Power Sensor lets you monitor 
power anywhere within your infrastructure. It reports any 
loss of power and measures the current voltage in the 
circuit, allowing you to know the status of each server 
rack and even of your remote UPS. Any failed generator 
starts are reported to you immediately.  The IMS-4840 can 
monitor voltage from 0–250VAC 50/60Hz.

Package Contents
(1) IMS-4840 Power Sensor

(2) Plastic drywall anchors

(2) #6 Metal tapping screws

(4) Rubber feet

Cabling
The Power Sensor connects to the IMS-1000 via an RJ-45 cable (e.g. CAT5 cable). The connec-
tion from the sensor to the IMS-1000 can utilize your existing network wiring infrastructure. For 
example, the sensor may be installed in another room or another floor. Connect the sensor to your 
structured wiring network via an RJ-45 jack. At the other end, connect a patch cable from your 
structured wiring patch panel directly to the IMS-1000 environment input.

Caution: The IMS sensors are not TCP/IP devices and therefore should not be 
connected directly to any wiring infrastructure that is connected to network 
equipment such as a hub, router, or switch.  Sensors use RJ-45 plugs and cables 
similar to those used with Ethernet devices.
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Figure 1: Connections to the IMS-4840

Mounting
The sensor can be mounted to a wall or lie flat on the floor. To mount the sensor to a wall, install 
the two drywall anchors (if necessary) and attach the Power Sensor using the two #6 tapping 
screws. When installing the sensor on the floor, attach the four rubber feet to the bottom of the 
enclosure.

Figure 2: Mounting the sensor
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Configuration
All IMS Solution sensors are auto-configured when you plug them into the IMS-1000.  When a 
new sensor is plugged into the IMS-1000, the configuration is set to the factory default via the 
Sensor Template.  If you have modified these templates, the configuration will be set to the 
modified configuration.  When a sensor is removed, or the connection is disrupted, the configu-
ration data remains intact but the sensor will go into trouble status and generate a trouble alarm.  
When the sensor is plugged in again, or the connection is re-established, configuration data remains 
unchanged and the sensor returns to normal operating condition.

Caution: Removing a sensor for less than 60 seconds does not produce a trouble 
alarm. Removing or unplugging a sensor for more than 60 seconds or plugging 
in a different sensor at any time will cause a trouble alarm.

Sensor Template (factory default)
	 Input Name:	 Power
	 Low Limit:	 90VAC
	 High Limit:	 130VAC
	 Recognition Time:	 60 Seconds
	 Reset Time:	 0 Seconds
	 Data Logging:	 Active
	 Voice:	 power default.wav
	 Input Class:	 Power

Specifications
		  Range:	 0–250 VAC, 50/60 Hz
		  Accuracy:	 ± 2%
		  Power Connection: 	 universal IEC-320 power inlet
		  IMS Connection:	 RJ-45
		  Housing:	 Black plastic with mounting ears
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IMS-4841  15A High Current Sensor 

Installation Instructions

Introduction
The IMS-4841  15A Current Sensor lets you monitor 
current consumption of a particular device or circuit 
anywhere within your infrastructure. It reports the actual 
current flow in the circuit, allowing you to know the status 
of each server rack and even of your remote UPS. Any 
failed generator starts are reported to you immediately. 
The IMS-4841 can monitor current from 0-15 Amps over 
a voltage range from 0–250VAC 50/60Hz. The sensor 
comes with IEC320 C14 inlet and C13 outlet connectors.

Cabling
The Current Sensor connects to the IMS-1000 via an RJ-45 cable (e.g. CAT5 cable). The connec-
tion from the sensor to the IMS-1000 can utilize your existing network wiring infrastructure. For 
example, the sensor may be installed in another room or another floor. Connect the sensor to your 
structured wiring network via an RJ-45 jack. At the other end, connect a patch cable from your 
structured wiring patch panel directly to the IMS-1000 environment input.

Caution: The IMS sensors are not TCP/IP devices and therefore should not be 
connected directly to any wiring infrastructure that is connected to network 
equipment such as a hub, router, or switch. Sensors use RJ-45 plugs and cables 
similar to those used with Ethernet devices.

Connect your power source (120-250VAC 50/60Hz) to the inlet of the Current Sensor.  
Connect your device(s) to the outlet of the current sensor. Power cables are available to 
make these connections (see below):
Inlet Cable
IMS-4843   5-15P (US Style 3-prong plug) to IEC-320-C13,  10 ft   
Outlet Cables
IMS-4844   IEC-320-C14  to NEMA 5-15R  (US Style 3-prong receptacle), 1 '
IMS-4845   IEC-60320-C14  to IEC-60320-C13, 10'
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Mounting
The sensor can be mounted to a wall or lie flat on the floor. To mount the sensor to a wall, install 
four drywall anchors (if necessary) and attach the Current Sensor using four #6 tapping screws. 

6.732

2.166

Figure 2: Mounting the sensor

Configuration
All IMS Solution sensors are auto-configured when you plug them into the IMS-1000. The 15A  
Current Sensor will identify itself as a 4-20mA transducer. On the Properties screen for this sensor 
you must select the sensor type: Current Sensor. When a sensor is removed, or the connection is 
disrupted, the configuration data remains intact but the sensor will go into trouble status and gener-
ate a trouble alarm. When the sensor is plugged in again, or the connection is re-established, con-
figuration data remains unchanged and the sensor returns to normal operating condition.

Caution:Removing a sensor for less than 60 seconds does not produce a trouble alarm. 
Removing or unplugging a sensor for more than 60 seconds or plugging in a 
different sensor at any time will cause a trouble alarm.
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Sensor Template (factory default)
Input Name: Transducer
High Limit: 100 
Low Limit: 0
Recognition Time: 60 Seconds 
Reset Time: 0 Seconds 
Data Logging: Active 
Voice: none
Input Class: Other

Specifications
Range: 0–15 Amps (0-250 VAC, 50/60 Hz)
Operating Temperature: 5-104°F (-15 to 40°C)
Operating Humidity: 0-95% RH, non–condensing
Accuracy: ± 2% (from 1-100% of full–scale output
Power Connection: IEC320-C14 inlet / IEC320-C13 outlet 
IMS Connection: RJ-45
Housing:	 Black plastic with mounting ears



Chapter 5: IMS-1000 Sensors

87

IMS-4842 20A High Current Sensor 

Installation Instructions

Introduction
The IMS-4842  20A Current Sensor lets you monitor 
current consumption of a particular device or circuit 
anywhere within your infrastructure. It reports the 
actual current flow in the circuit, allowing you to 
know the status of each server rack and even of your 
remote UPS. Any failed generator starts are reported 
to you immediately. The IMS-4842 can monitor 
current from 0-20 Amps over a voltage range from 
0–250VAC 50/60Hz. The sensor comes with IEC320 C20 inlet and C19 outlet connectors.

Cabling
The Current Sensor connects to the IMS-1000 via an RJ-45 cable (e.g. CAT5 cable). The 
connection from the sensor to the IMS-1000 can utilize your existing network wiring 
infra¬structure. For example, the sensor may be installed in another room or another floor. 
Connect the sensor to your structured wiring network via an RJ-45 jack. At the other end, 
connect a patch cable from your structured wiring patch panel directly to the IMS-1000 
environment input.

Caution: The IMS sensors are not TCP/IP devices and therefore should not be 
connected directly to any wiring infrastructure that is connected to network 
equipment such as a hub, router, or switch. Sensors use RJ-45 plugs and cables 
similar to those used with Ethernet devices.

Connect your power source (120-250VAC 50/60Hz) to the inlet of the Current Sensor.  Connect 
your device(s) to the outlet of the current sensor. Heavy duty power cables are available to 
make these connections (see below):

IMS-4846   5-15P to IEC-320-C19, 10' Cable

IMS-4847   IEC-320-C20 to 5-15R,  1' Cable

IMS-4848   IEC-320-C20 to IEC-320-C19, 6' Cable  

IMS-4849   IEC-320-C13 to IEC-320-C20, 7' Cable

Mounting
The sensor can be mounted to a wall or lie flat on the floor. To mount the sensor to a wall, install 
four drywall anchors (if necessary) and attach the Current Sensor using four #6 tapping screws. 
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6.732
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Figure 2: Mounting the sensor

Configuration
All IMS Solution sensors are auto-configured when you plug them into the IMS-1000. The 20A  
Current Sensor will identify itself as a 4-20mA transducer. On the Properties screen for this sensor 
you must select the sensor type: Current Sensor. When a sensor is removed, or the connection is 
disrupted, the configuration data remains intact but the sensor will go into trouble status and gener-
ate a trouble alarm. When the sensor is plugged in again, or the connection is re-established, con-
figuration data remains unchanged and the sensor returns to normal operating condition.

Caution: Removing a sensor for less than 60 seconds does not produce a trouble 
alarm. Removing or unplugging a sensor for more than 60 seconds or plugging 
in a different sensor at any time will cause a trouble alarm.

Sensor Template (factory default)
Input Name: Transducer
High Limit: 100 
Low Limit: 0
Recognition Time: 60 Seconds 
Reset Time: 0 Seconds 
Data Logging: Active 
Voice: none
Input Class: Other

Specifications
Range: 0-20 Amps (0–250 VAC, 50/60 Hz) 
Operating Temperature: 5-104 deg F (-15 to 40 deg C)
Operating Humidity: 0 to 95% RH, non-condensing
Accuracy: ± 2%  (from 1-100% of full-scale output)
Power Connection: IEC320-C20 inlet/IEC320-C19 outlet
IMS Connection: RJ-45 
Housing: Black plastic with mounting ears
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IMS-4850  Dry Contact Bridge

Installation Instructions

Introduction
The IMS-1000 Dry Contact Bridge allows you to connect 
a dry contact alarm from any device to your IMS-1000.  
The Dry Contact Bridge is compatible with Normally 
Open and Normally Closed contacts. The electrical con-
nection between the sensor and IMS-1000 is made via 
RJ-45 patch cable (not included). The sensor may be 
mounted either on a wall or rest on the floor.

Package Contents
(1) IMS-4850 Dry Contact Bridge

(2) Plastic drywall anchors

(2) #6 Metal tapping screws

(4) Rubber feet

Wiring the Contact
Connect your alarm contact to the terminal block labeled Input. Insert 1/2" stripped bare wire into 
the slot and tighten the screw. The slide switch selects between Normally Open (NO) and Normally 
Closed NC) dry contacts. Place the switch in the appropriate position for the alarm contact you are 
monitoring.  

Figure 1: Connections to the IMS-4850

Cabling
The Dry Contact Bridge connects to the IMS-1000 via an RJ-45 cable (e.g. CAT5 cable). The 
connection from the sensor to the IMS-1000 can utilize your existing network wiring infrastructure. 
For example, the sensor may be installed in another room or another floor. Connect the bridge to 
your structured wiring network via an RJ-45 jack. At the other end, connect a patch cable from 
your structured wiring patch panel directly to the IMS-1000 environment input.
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Caution: The IMS sensors are not TCP/IP devices and therefore should not be 
connected directly to any wiring infrastructure that is connected to network 
equipment such as a hub, router, or switch.  Sensors use RJ-45 plugs and 
cables similar to those used with Ethernet devices.

Mounting
The Dry Contact Bridge can be mounted to a wall or lie flat on the floor. To mount it to a wall, 
install the two drywall anchors (if necessary) and attach the bridge using the two #6 tapping screws. 
When installing the sensor on the floor, attach the four rubber feet to the bottom of the enclosure.

Figure 2: Mounting the sensor

Configuration
All IMS Solution sensors are auto-configured when you plug them into the IMS-1000.  When a 
new sensor is plugged into the IMS-1000, the configuration is set to the factory default via the 
Sensor Template.  If you have modified these templates, the configuration will be set to the 
modified configuration.  When a sensor is removed, or the connection is disrupted, the configu-
ration data remains intact but the sensor will go into trouble status and generate a trouble alarm.  
When the sensor is plugged in again, or the connection is re-established, configuration data remains 
unchanged and the sensor returns to normal operating condition.

Caution: Removing a sensor for less than 60 seconds does not produce a trouble 
alarm. Removing or unplugging a sensor for more than 60 seconds or plugging 
in a different sensor at any time will cause a trouble alarm.
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Sensor Template (factory default)
	 Input Name:	 Contact Bridge	
	 Recognition Time:	 3 Seconds
	 Reset Time:	 0 Seconds
	 Data Logging:	 Active
	 Voice:	 dry contact.wav
	 Input Class:	 Other

Specifications
		  Input:	 Normally Open or Normally Closed dry contact
		  Source/Sense Voltage:	 14VDC
		  Source/Sense Current: 	 10mA
		  IMS Connection:	 RJ-45
	 Operating Temperature Range:		 32-122 deg F  (0-50 degC)
		  Housing:	 Black plastic with mounting ears
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IMS-4851 4–20mA Bridge

Installation Instructions

Introduction
The IMS-1000 4–20mA Bridge allows you to 
connect a 4–20mA transducer to your IMS-1000.  
The 4–20mA Bridge features optical isolation 
between the input and the IMS-1000, which ensures 
trouble-free operation and safety.  The electrical 
connection between the bridge and IMS‑1000 is 
made via RJ-45 patch cable (not included). The 
bridge may be mounted either on a wall or rest on 
the floor.

Package Contents
(1) IMS-4851 4–20mA Bridge

(2) Plastic drywall anchors

(2) #6 Metal tapping screws

(4) Rubber feet

Wiring the Transducer
Connect your 4-20mA transducer to the terminal block labeled Input as shown in the figure below.  
Insert 1/2" stripped bare wire into the slot and tighten the screw.  The Current Flow light will glow 
steadily when current is flowing into the bridge from the transducer.  Note that a 4-20mA trans-
ducer typically requires you to have an external DC power supply for the transducer.  A 24VDC 
supply is available from Sensaphone (FGD-0053).

Figure 1: 4–20mA transducer wiring to IMS-4851 Terminal Block

Cabling
The 4-20mA Bridge connects to the IMS-1000 via an RJ-45 cable (e.g. CAT5 cable). The connec-
tion from the sensor to the IMS-1000 can utilize your existing network wiring infrastructure. For 
example, the bridge may be installed in another room or another floor. Connect the bridge to your 
structured wiring network via an RJ-45 jack. At the other end, connect a patch cable from your 
structured wiring patch panel directly to the IMS-1000 environment input.
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Figure 2: Connections to the IMS-4851

Caution: The IMS sensors are not TCP/IP devices and therefore should not be 
connected directly to any wiring infrastructure that is connected to network 
equipment such as a hub, router, or switch.  Sensors use RJ-45 plugs and cables 
similar to those used with Ethernet devices.

Mounting
The 4-20mA Bridge can be mounted to a wall or lie flat on the floor. To mount it to a wall, install 
the two drywall anchors (if necessary) and attach the bridge using the two #6 tapping screws. When 
installing the sensor on the floor, attach the four rubber feet to the bottom of the enclosure.

4-20mA 
BRIDGE

Current
Flow

IMS INPUT
+  –

 SENSAPHONE®  

REMOTE MONITORING SYSTEM

IMS-4851

Figure 3: Mounting the sensor

Configuration
The 4-20mA Bridge has a fixed table range of 0-100% for a 4-20mA signal.  This means that the 
displayed value in the website will be 0 to 100%.  All IMS Solution sensors are auto-configured 
when you plug them into the IMS-1000.  When a new sensor is plugged into the IMS-1000, the 
configuration is set to the factory default via the Sensor Template.  If you have modified these 
templates, the configuration will be set to the modified configuration.  When a sensor is removed, 
or the connection is disrupted, the configuration data remains intact but the sensor will go into 
trouble status and generate a trouble alarm.  When the sensor is plugged in again, or the connection 
is re-established, configuration data remains unchanged and the sensor returns to normal operating 
condition.
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Caution: Removing a sensor for less than 60 seconds does not produce a trouble 
alarm. Removing or unplugging a sensor for more than 60 seconds or plugging 
in a different sensor at any time will cause a trouble alarm.

Sensor Template (factory default)
	 Input Name:	 Transducer
	 Recognition Time:	 3 Seconds
	 Reset Time:	 0 Seconds
	 Data Logging:	 Active
	 Voice:	 None
	 Input Class:	 Other

Specifications
		  Input:	 4–20mA DC
		  Current Limit:	 50mA
		  Input Impedance:	 Variable (1000W @ 4mA, 260W @ 20mA)
		  Accuracy:	 ± 0.25%
		  IMS Connection:	 RJ-45
	 Operating Temperature Range:	 32–122 deg F  (0–50 degC)
		  Housing:	 Black plastic with mounting ears
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IMS-4860 Door Switch

Installation Instructions

Introduction
The IMS-1000 Door Switch with bridge enables your 
IMS-1000 to detect if any unauthorized entry or intrusion 
has occurred. The bridge may be mounted either on a 
wall or rest on the floor. The switch is mounted to doors 
or windows you wish to monitor.  The electrical connec-
tion between the bridge and IMS-1000 is made via RJ-45 
patch cable.

Package Contents
(1) Door Switch with mounting hardware

(1) IMS-4860 bridge

(1) 25′ accessory wire

Mounting the Door Switch
The door switch is usually installed to function in a normally closed position when the door (or 
window or other portal) on which it is mounted is closed.  The complete assembly is of two parts: a 
magnet in a plastic housing, and a sensor switch with screw terminals in another plastic housing.

Mount the switch by fastening it to the non-moving frame surrounding the door or window.  Use 
either mounting screws or the adhesive foam tape attached to the switch segments. Fasten the mag-
net near the edge of the movable sash or door. Position the magnet housing no more than 1/8" from 
the switch and tighten mounting screws.  Use the spacer bar (included) if needed for alignment.

Figure 1: Door switch mounting
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Mounting the Bridge
The bridge may be mounted directly on a surface using double-sided foam tape (included) or it may 
be secured to equipment using tie-wraps. The choice depends on your specific application. 

Cabling
The Door Switch connects to the IMS-1000 via an RJ-45 cable (e.g. CAT5 cable) from the bridge. 
The connection from the bridge to IMS-1000 can utilize your existing network wiring infrastruc-
ture. For example, the switch may be installed in another room or another floor. Connect the bridge 
to your structured wiring network via an RJ-45 jack. At the other end, connect a patch cable from 
your structured wiring patch panel directly to the IMS-1000 environment input.

Caution: IMS sensors are not TCP/IP devices and therefore should not be connected 
directly to any wiring infrastructure that is connected to network equipment such 
as a hub, router, or switch.  Sensors use RJ-45 plugs and cables similar to those 
used with Ethernet devices.

Configuration
All IMS Solution sensors are auto-configured when you plug them into the IMS-1000.  When a 
new sensor is plugged into the IMS-1000, the configuration is set to the factory default via the 
Sensor Template.  If you have modified these templates, the configuration will be set to the 
modified configuration.  When a sensor is removed, or the connection is disrupted, the configu-
ration data remains intact but the sensor will go into trouble status and generate a trouble alarm.  
When the sensor is plugged in again, or the connection is re-established, configuration data remains 
unchanged and the sensor returns to normal operating condition.

Caution: Removing a sensor for less than 60 seconds does not produce a trouble 
alarm. Removing or unplugging a sensor for more than 60 seconds or plugging 
in a different sensor at any time will cause a trouble alarm.
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Sensor Template (factory default)
	 Input Name:	 Contact Bridge

	 Recognition Time:	 3 Seconds

	 Reset Time:	 0 Seconds

	 Data Logging:	 Active

	 Voice:	 dry contact.wav

	 Input Class:	 Other

Specifications
Bridge:
		  Input:	 Normally Open or Normally Closed dry contact

		  Source/Sense Voltage:	 14VDC

		  Source/Sense Current: 	 10mA

		  Cable/Connector:	 7' cable with RJ-45 plug

	 Operating Temperature Range:	 32–122 deg F  (0-50 degC)

		  Housing:	 Black plastic

		  Dimesnsions:	 2.13" x 0.6" x 1.38"

Door Switch:
		  Normality:	 Normally Closed

		  Dimensions:	 2.0" x 0.4" x 0.4" (part with screw terminals)

			   2.0" x 0.4" x 0.4" (part with magnet)
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IMS-4861 Passive Infrared Detection Sensor 

Installation Instructions

Introduction
The IMS-4861 Passive Infrared Detection Sensor is a 
dual-element passive infrared intrusion detector for use 
in electronic security systems. It reduces false alarms by 
eliminating background noises and nuisance stimuli. The 
IMS-4861employs variable pulse-count adjustment, thus 
making it adaptable for use both inside and outside of 
server/equipment rooms. It is designed to connect to the 
IMS-1000. Refer to the manufacturer’s instruction guide for 
more information.

Package Contents
(1) IMS-4861 Passive Infrared Detection Sensor

(2) Plastic drywall anchors

(2) #6 Metal tapping screws

Cabling
The Passive Infrared Detection Sensor comes with an attached 7' cable with an RJ-45 plug on the 
end. If the sensor is close to the IMS-1000, you can plug the sensor directly to an IMS environ-
mental input. If  the cable is too short you can use the included RJ-45 adaptor and a longer patch 
cable to extend the length. For applications where the sensor may be far from the IMS unit, you 
may utilize your existing network wiring infrastructure. For example, the sensor may be installed in 
another room or another floor.  Connect the sensor to your structured wiring network via an RJ-45 
jack. At the other end, connect a patch cable from your structured wiring patch panel directly to the 
IMS-1000 environment input.

Caution: The IMS sensors are not TCP/IP devices and therefore should not be 
connected directly to any wiring infrastructure that is connected to network 
equipment such as a hub, router, or switch.  Sensors use RJ-45 plugs and cables 
similar to those used with Ethernet devices.

Mounting
You should install the IMS-4861 sensor in a location that is most likely to intercept an intruder. 
The IMS-4861 monitors motion across a 90.5º field of vision and can detect motion across the 
beam as well as motion coming toward the sensor. 

Note: Avoid installing the sensor where it faces direct sunlight; faces areas that may change 
temperature rapidly, or areas where there are air ducts or substantial air flows.  All of these can 
create false reports.

The IMS-4861 can be installed by its bracket to either a wall or a ceiling. The bracket cover is used 
for mounting to walls. Remove the cover for ceiling mounting. (See Figure 1)
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Ceiling Mounting
Holes

Wall Mounting
Slots

Wire Access Hole

Wire Access Slot

Bracket Cover

Figure 1: Mounting bracket

Run all cable wiring to the sensor through either the Wire Access Slot (wall mounted), or the Wire 
Access Hole (ceiling mounted). 

The sensor can also be attached directly to a wall or corner without the bracket.  Knockout holes 
for direct mounting can be accessed by opening the sensor body (see instructions below), taking out 
the PC board by removing the single screw that holds it in place, and then knocking out the appro-
priate four (4) holes: flat holes for direct mounting, or side (angled) holes for corner-mounting.

Configuration
All IMS Solution sensors are auto-configured when you plug them into the IMS-1000.  When a 
new sensor is plugged into the IMS-1000, the configuration is set to the factory default via the 
Sensor Template. If you have modified these templates, the configuration will be set to the modi-
fied configuration.  When a sensor is removed, or the connection is disrupted, the configuration 
data remains intact but the sensor will go into trouble status and generate a trouble alarm.  When 
the sensor is plugged in again, or the connection is re-established, configuration data remains 
unchanged and the sensor returns to normal operating condition.

Caution: Removing a sensor for less than 60 seconds does not produce a trouble 
alarm. Removing or unplugging a sensor for more than 60 seconds or plugging 
in a different sensor at any time will cause a trouble alarm.

Sensitivity Adjustment
The sensitivity potentiometer should be adjusted according to the security risk level of the site.  For 
high-risk locations, the sensitivity should be adjusted close to MIN (9%). In low risk situations, the 
sensitivity should be adjusted closer to MAX (100%).  Default is 54%. 

Note: Always walk-test and readjust as necessary.

Jumper Pin Selections
LED Selection Jumper
Jumper in postion ON (to the left): LED is enabled.  The LED will light when the sensor is in 
alarm condition.

Jumper in position OFF (to the right): LED is disabled.
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PULSE/AUTO: Pulse Count Jumper
Jumper in position 1 (to the right): Jumper setting for a stable environment without air drafts.

Jumper in position AUTO (to the left): Setting for a harsh environment.

Figure 2: Sensitivity adjustment and jumper locations

Sensor Template (factory default)
	 Input Name:	 Motion Detector
	 Recognition Time:	 1 Second
	 Reset Time:	 0 Seconds
	 Data Logging:	 Active
	 Voice:	 motion detector.wav

	 Input Class:	 Other

Specifications
	 Pyrosensor:	 Dual element type
	 Power Input: 	 8.2–16 Vdc
	 Current Consumption: 	 8mA @ 12 Vdc
	 Temperature Compensation: 	 Yes
	 Alarm Period: 	 2 sec (± 5sec)
	 Alarm Output: 	 N.C. 100mA @ 28 Vdc
	     	 (10W in line resistor Form “A”)
	 Tamper Switch:	 N.C. 100mA @28 Vdc
	      	(10W in line resistor Form “A”)-open

	 Operating ambient temperature range:	 -4ºF to +140ºF (-20ºC to +60ºC)
	 Operating humidity range:	 Up to 95% (non-condensing)
	 Storage temperature range:	 -40ºF to +176ºF (-40ºC to +80ºC)
	 RFI protection:	 ≥30 V/m @ 10-1000 MHz
	 EMI immunity:	 50,000 V electrical interference
	 Dimensions:	 3.8'' x 1.8'' x2.5'' (97mm x 63mm x 46.5mm)
	 Weight: 	 3 oz (85 grams)
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IMS-4862 Smoke Detector Sensor

Installation Instructions

Introduction
The IMS-4862 Smoke Detector Sensor is designed 
to connect to the IMS-1000 and monitor for smoke 
in indoor environments.  The electrical connection 
between the sensor and IMS-1000 is made via the 
attached RJ-45 patch cable.  The sensor may be 
secured to a wall or ceiling (hardware not includ-
ed). 

 Cabling
The Smoke Detector Sensor comes with an attached 7' cable with an RJ-45 plug on the end. If the 
sensor is close to the IMS-1000, you can plug the sensor directly to an IMS environmental input. 
If  the cable is too short you can use the included RJ-45 adaptor and a longer patch cable to extend 
the length. For applications where the sensor may be far from the IMS unit, you may utilize your 
existing network wiring infrastructure. For example, the sensor may be installed in another room or 
another floor. Connect the sensor to your structured wiring network via an RJ-45 jack. At the other 
end, connect a patch cable from your structured wiring patch panel directly to the IMS-1000 envi-
ronment input.

Caution: The IMS sensors are not TCP/IP devices and therefore should not be 
connected directly to any wiring infrastructure that is connected to network 
equipment such as a hub, router, or switch.  Sensors use RJ-45 plugs and cables 
similar to those used with Ethernet devices.

Mounting
The sensor may be mounted directly against a wall or ceiling (hardware not included). 

Configuration
All IMS Solution sensors are auto-configured when you plug them into the IMS-1000.  When a 
new sensor is plugged into the IMS-1000, the configuration is set to the factory default via the 
Sensor Template.  If you have modified these templates, the configuration will be set to the 
modified configuration.  When a sensor is removed, or the connection is disrupted, the configu-
ration data remains intact but the sensor will go into trouble status and generate a trouble alarm.  
When the sensor is plugged in again, or the connection is re-established, configuration data remains 
unchanged and the sensor returns to normal operating condition.

The smoke alarm is a latching alarm device.  To reset the smoke alarm, momentarily disconnect the 
cable from the front panel of the IMS-1000 and then reconnect it.

Caution: Removing a sensor for less than 60 seconds does not produce a trouble 
alarm. Removing or unplugging a sensor for more than 60 seconds or plugging 
in a different sensor at any time will cause a trouble alarm.
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Sensor Template (factory default)
	 Input Name:	 Smoke Detector	

	 Recognition Time:	 10 Seconds

	 Reset Time:	 0 Seconds

	 Data Logging:	 Active

	 Voice:	 smoke detector.wav

	 Input Class:	 Smoke

Specifications
	 Sensitivity:	 2.0 ± .37% - .39% /ft.

	 Contact Rating: 	 2 AMP 28 VDC or 120 VAC resistive

	 Heat sensor rating: 	 Fixed 135º F (57ºC) rate of rise > 15ºF/min. (8.3ºC/min.)

	 Operating voltage:	 8.5–33 VDC, 10% max. ripple

	 Maximum ambient temperature: 	 100ºF (37.8ºC)

	 Power-up time:	 15 seconds

	 Housing: 	 white plastic

	 Housing dimensions:  	 6.1'' d x 1.9'' h



Chapter 5: IMS-1000 Sensors

103

IMS-4863 Airflow Sensor 

Installation Instructions

Introduction
The IMS-4863 Airflow Sensor lets you monitor the movement of air in cooling ducts or 
inside equipment cabinets. It reports the relative air flow passing the sensor over a range 
of 0 to 100%, allowing you to monitor the operation of your cooling and ventilation sys-
tems.  

Cabling
The Airflow Sensor connects to your unit via a RJ-45 cable (e.g. CAT5 cable). The connec-
tion from the sensor to the device can utilize your existing network wiring infrastructure. 
For example, the sensor may be installed in another room or another floor. Connect the 
sensor to your structured wiring network via an RJ-45 jack. At the other end, connect a 
patch cable from your structured wiring patch panel directly to an environment input.

!
Caution: The IMS sensors are not TCP/IP devices and therefore should 

not be connected directly to any wiring infrastructure that 
is connected to network equipment such as a hub, router, 
or switch. Sensors use RJ-45 plugs and cables similar to 

those used with Ethernet devices..

Mounting
The sensor can be installed to the wall of a cabinet, inside of a vent, or directly in front of 
any forced air system. The enclosure can be mounted using the included dual-lock velcro 
tape, screws, double-sided adhesive foam tape, or with tie wraps. Your specific require-
ments will dictate the best mounting method for your application. The only installation 
requirement is that the sensing elements protruding from the side of the enclosure must 
be in the path of air flow.  
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Configuration
All IMS Solution sensors are auto-configured when you plug them into the unit. The 
Airflow Sensor will identify itself as a 4-20mA transducer. When a sensor is removed, or 
the connection is disrupted, the configuration data remains intact but the sensor will go 
into trouble status and generate a trouble alarm. When the sensor is plugged in again, or 
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the connection is re-established, configuration data remains unchanged and the sensor 
returns to normal operating condition.

!
Caution: Removing a sensor for less than 60 seconds does not produce a 

trouble alarm. Removing or unplugging a sensor for more than 60 
seconds or plugging in a different sensor at any time will cause a trouble 

alarm.

Sensor Template        Specifications

		  Input Name: 	 Transducer

		  High Limit: 	 100 

		  Low Limit: 	 0

		  Recognition Time: 	 60 Seconds 

		  Reset Time: 	 0 Seconds 

		  Data Logging: 	 Active 

		  Voice: 	 none

		  Input Class: 	 Other

		  Range: 	 0-100 %

		  Operating Temperature: 	 32 to 80°F (0 to 26.5°C)

		  Operating Humidity: 	 0 to 80% RH, non-condensing

		  IMS Connection: 	 RJ-45 

		  Housing: 	 Black plastic with mounting ears

		  Dimensions: 	 4.2” x 1.6” x 0.9”

Technical Support for the IMS-1000 Sensors
For questions about installing any of these sensors, please contact your local IMS Solution Reseller 
or VAR or contact the manufacturer directly at:

Sensaphone	 Tel:	 877-373-2700
901 Tryens Road	 Fax:	 610.558.0222
Aston, PA 19014	 Email:	support@sensaphone.com
www.sensaphone.com



Chapter 5: IMS-1000 Sensors

105



IMS-1000 Manual

106

Appendix A: Weekly Testing Procedure
We recommend that you test your IMS-1000 system weekly to be sure it is functioning properly.  
This will ensure that when a problem arises the IMS-1000 will be ready to alert the appropriate 
personnel. A test log template is included at the back of this manual.
There are several tests that can be performed:

1)	 Call the unit and listen to the Status Report.  This will test the unit’s ability to answer the 
phone and speak a message.  It will also verify that all of the inputs are reading properly, 
the alarm conditions are OK, the electricity is on, the microphone is functioning, and the 
batteries are OK.

2)	Create an alarm on each input by tripping all connected sensors.  
	 Temperature sensors: Heat or cool the sensor.
	 Motion sensors: Have someone walk in front of the sensor.
	 Door/window sensors: open the door/window.
	 Water sensors: Apply a small amount of water beneath the sensor or use a wet towel and 

touch it to the sensor probes.
	 Humidity sensors: Raise the humidity around the sensor by holding a cup of very hot 

water beneath the sensor. 
	 Smoke detectors: Hold magnet near test area on smoke detector, or make smoke.
Allow the unit to send its message all programmed contacts.  This will make sure that 

the IMS-1000 is programmed properly.  It will also prepare personnel to respond 
appropriately when they receive a call from the Sensaphone.

3)	Test the batteries in any IMS unit by unplugging the AC power and making sure that the 
IMS-1000 continues to function. 

4)	If you require assistance, call Sensaphone Technical Support at 610.558.2700.
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Appendix B: Troubleshooting

Software
Why does my IMS-1000 begin dialing as soon as I turn it on?

n IMS-1000 will only dial to deliver an alarm message. An unacknowledged alarm exists, and IMS-
1000 is trying to deliver an alarm message.

Why can’t I connect with my IMS-1000 using my Ethernet network?

n The IMS-1000’s network settings may be incorrect. Verify the IP address, Gateway, DNS, and 
Subnet mask settings.

n There may be a network IP address conflict. The IMS-1000’s IP address may be the same as 
another device on your network.

Will IMS-1000 retain its programming if there has been a long power failure and the backup 
battery dies?

Yes. When all power is removed from the IMS-1000,voice messages and unit programming are 
retained in a nonvolatile solid-state flash disk.

My IMS-1000 unit got damaged and had to be replaced. Can I use the original unit’s saved 
programming to quickly program the replacement unit?

Yes.

Why won’t my IMS-1000  dial out?

n Check that you have a Touch-Tone telephone line. The IMS-1000  will not be able to dial out if 
it’s on a Pulse telephone line or a digital extension from a telephone system.

n The Contact telephone number may be incorrectly programmed. Verify the telephone numbers. 
Is a 
‘1 +area code’ prefix required?  Does your telephone line require a ‘9’ prefix to reach an outside 
line?

n Recognition time may be set too long for an alarm condition to become a valid alarm. Shorten 
the Recognition time for the alarm or increase the amount of time that the monitored condition 
exists.

n ‘Dial Out Attempts’ might be set to zero. If this is the case, the IMS-1000  will make zero 
attempts to call the programmed Contacts. Increase ‘Dial Out Attempts’ to a number greater than 
zero.
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I keep getting a busy signal when I call my IMS-1000 .

The IMS-1000  may be trying to deliver an alarm message.

Why does IMS-1000 call again with the same alarm after I just acknowledged it?

n The alarm is clearing and quickly re-tripping. If this occurs, and the Alarm Recognition time is 
very short, the result will be another call for the re-tripped alarm. Increase the Alarm Recognition 
time to avoid rapid callbacks for the same alarm.
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Appendix C: IMS-1000 Accessories

The accessories listed below are available from Phonetics, Inc. and our authorized distribu-
tors. Other dry contact sensors, designed for more specialized applications, may also be used. 
Commercial/industrial electrical supply houses can provide devices to monitor virtually any con-
dition. For further information, contact Sensaphone Customer Service at 610.558.2700.

Part Number	 Description

BAT-0006	 6V 3AH battery 
IMS-4402	 IMS-1000 7' CAT5 Patch Cable
IMS-4403	 IMS-1000 14' CAT5 Patch Cable
IMS-4404	 IMS-1000 25' CAT5 Patch Cable
IMS-4405	 IMS-1000 RJ-45 F/F Coupler Kit (4)
LIT-0143	 IMS-1000 Solution Manual 
IMS-4420	 Axis Network Camera
IMS-4421	 Panasonic Network Camera
IMS-4810	 IMS-1000 Room Temperature Sensor
IMS-4811	 IMS-1000 Room Temperature Sensor w/Display (Fahrenheit)
IMS-4812	 IMS-1000 Mini-Temperature Sensor
IMS-4813	 IMS-1000 Room Temperature Sensor w/Display (Celsius)
IMS-4814	 IMS-1000 Ultra Low Temperature Sensor
IMS-4820	 IMS-1000 Humidity Sensor
IMS-4821	 IMS-1000 Humidity Sensor w/Display
IMS-4830	 IMS-1000 Water Sensor w/10' Water Detection Rope
IMS-4831	 IMS-1000 10’ Water Detection Rope
IMS-4840	 IMS-1000 Power Sensor
IMS-4841	 IMS-1000 15A Current Sensor
IMS-4842	 IMS-1000 20A Current Sensor
IMS-4850	 IMS-1000 Dry Contact Bridge
IMS-4851	 IMS-1000 4–20mA Bridge
IMS-4860	 IMS-1000 Door Switch
IMS-4861	 IMS-1000 Passive Infrared Motion Detector w/7' RJ-45 Cable
IMS-4862	 IMS-1000 Smoke Detector w/7' RJ-45 Cable
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Appendix D: IMS-1000 OID Information
Environmental Input Name
Environmental Input 1 Name	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.15.3.0
Environmental Input 2 Name	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.15.5.0
Environmental Input 3 Name	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.15.7.0
Environmental Input 4 Name	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.15.9.0
Environmental Input 5 Name	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.15.11.0
Environmental Input 6 Name	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.15.13.0
Environmental Input 7 Name	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.15.15.0
Environmental Input 8 Name	.1.3.6.1.4.1.8338.1.1.3.1.6.1.1.15.17.0
Environmental Power Name	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.15.46.0 
Environmental Battery Name	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.15.47.0

Environmental Sensor Type
Environmental Input 1 Sensor Type	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.18.3.0
Environmental Input 2 Sensor Type	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.18.5.0
Environmental Input 3 Sensor Type	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.18.7.0
Environmental Input 4 Sensor Type	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.18.9.0
Environmental Input 5 Sensor Type	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.18.11.0
Environmental Input 6 Sensor Type	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.18.13.0
Environmental Input 7 Sensor Type	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.18.15.0
Environmental Input 8 Sensor Type	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.18.17.0
Environmental Power Sensor Type	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.18.46.0
Environmental Battery Sensor Type	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.18.47.0

Environmental Input Value
Environmental Input 1 String Value	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.42.3.0
Environmental Input 2 String Value	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.42.5.0
Environmental Input 3 String Value	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.42.7.0
Environmental Input 4 String Value	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.42.9.0
Environmental Input 5 String Value	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.42.11.0
Environmental Input 6 String Value	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.42.13.0
Environmental Input 7 String Value	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.42.15.0
Environmental Input 8 String Value	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.42.17.0
Environmental Power String Value	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.42.46.0
Environmental Battery String Value	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.42.47.0
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Environmental Input Units
Environmental Input 1 Units	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.19.3.0
Environmental Input 2 Units	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.19.5.0
Environmental Input 3 Units	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.19.7.0
Environmental Input 4 Units	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.19.9.0
Environmental Input 5 Units	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.19.11.0
Environmental Input 6 Units	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.19.13.0
Environmental Input 7 Units	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.19.15.0
Environmental Input 8 Units	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.19.17.0
Environmental Power Units	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.19.46.0
Environmental Battery Units	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.19.47.0

Environmental Input Alarm Status
Environmental Input 1 Alarm Status	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.43.3.0
Environmental Input 2 Alarm Status	.1.3.6.1.4.1.8338.1.1.3.1.6.1.1.43.5.0
Environmental Input 3 Alarm Status	.1.3.6.1.4.1.8338.1.1.3.1.6.1.1.43.7.0
Environmental Input 4 Alarm Status	.1.3.6.1.4.1.8338.1.1.3.1.6.1.1.43.9.0
Environmental Input 5 Alarm Status	.1.3.6.1.4.1.8338.1.1.3.1.6.1.1.43.11.0
Environmental Input 6 Alarm Status	.1.3.6.1.4.1.8338.1.1.3.1.6.1.1.43.13.0
Environmental Input 7 Alarm Status	.1.3.6.1.4.1.8338.1.1.3.1.6.1.1.43.15.0
Environmental Input 8 Alarm Status	.1.3.6.1.4.1.8338.1.1.3.1.6.1.1.43.17.0
Environmental Power Alarm Status	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.43.46.0
Environmental Battery Alarm Status	.1.3.6.1.4.1.8338.1.1.3.1.6.1.1.43.47.0

IP Alarm Name
IP Alarm 1 Name	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.15.2.0
IP Alarm 2 Name	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.15.4.0
IP Alarm 3 Name	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.15.6.0
IP Alarm 4 Name	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.15.8.0
IP Alarm 5 Name	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.15.10.0
IP Alarm 6 Name	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.15.12.0
IP Alarm 7 Name	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.15.14.0
IP Alarm 8 Name	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.15.16.0
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IP Alarm Address
IP Alarm 1 Address	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.7.2.0
IP Alarm 2 Address	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.7.4.0
IP Alarm 3 Address	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.7.6.0
IP Alarm 4 Address	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.7.8.0
IP Alarm 5 Address	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.7.10.0
IP Alarm 6 Address	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.7.12.0
IP Alarm 7 Address	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.7.14.0
IP Alarm 8 Address	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.7.16.0

IP Alarm Last Response
IP Alarm 1 Last Response	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.37.2.0
IP Alarm 2 Last Response	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.37.4.0
IP Alarm 3 Last Response	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.37.6.0
IP Alarm 4 Last Response	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.37.8.0
IP Alarm 5 Last Response	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.37.10.0
IP Alarm 6 Last Response	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.37.12.0
IP Alarm 7 Last Response	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.37.14.0
IP Alarm 8 Last Response	 .1.3.6.1.4.1.8338.1.1.3.1.6.1.1.37.16.0



Appendix E: Returning a Unit for Repair

113

Appendix E:	 Returning an IMS Unit for
	 Repair

In the event that any of your Sensaphone IMS-1000 units does not function properly, we suggest 
that you do the following:

1) Record your observations regarding the individual unit’s malfunction.
2) Call the Technical Service Department at 610.558.2700 prior to sending the unit to 

Senaphone for repair.

If the unit must be sent to Senaphone for Servicing, please do the following:
1) Turn the power switch on the rear of the unit Off.
2) Disconnect all cables, inputs and wiring, and unplug the unit. 
3) Carefully pack the unit to avoid damage in transit.  Use the original container (if available) 

or a sturdy shipping box.
4) To avoid shipping delays, you must include the following information :
	 a) Your name, address and telephone number.
	 b) A note explaining the problem.
5) Ship your package to the address below:

SERVICE DEPARTMENT

SENSAPHONE

901 Tryens Road

Aston, PA  19014

6) Ship prepaid and insured via UPS or US Mail to ensure a traceable shipment with recourse 
for damage or replacement.
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